Page 1



3GPP TSG RAN WG2 Meeting #103
R2-1813369
Gothenburg, Sweden, 20th – 24th August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	draftCR
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Removal of invalid measurement configuration - ENDC(RIL#I613)

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To add a note that network would remove any measurement configuration no longer valid in the UE.


	
	

	Summary of change:
	Add a note to indicate the expectation of the network from UE on removing invalid configuration in UE
Impact Analysis

Impacted functionality

Measurement removal
Inter-operability

1. No Interoperability issue between network and UE if the note is applied
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	To prevent hanging measID that are no longer in use
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<Start of 1st Change>
5.5.2.2          Measurement identity removal
The UE shall:

1> for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:

2> remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2> remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2> stop the periodical reporting timer if running and reset the associated information (e.g. timeToTrigger) for this measId.

NOTE1:   The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.
NOTE2:   The network should instruct by explicit RRC signalling the UE to remove the measId associated to reportConfig which is no longer valid to be measured (e.g. measId associated to reportConfig concerning an event involving a serving cell while the concerned serving cell is not configured)

<End of 1st Change>
