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	CHANGE START


5.6.X.3	Actions related to transmission of PDCP-DuplicationFailureInformation message
The UE shall set the contents of the PDCP-DuplicationFailureInformation message as follows:
1>	if the PDCP-DuplicationFailureInformation is sent due to PDCP duplication failure for a failed DRB:
2>	set failedLogicalChannelIdentity failedDRB to the logical channel identity of the RLC entity of which radio link failure is detected according to 5.3.11;the failed DRB;
1>	else if PDCP-DuplicationFailureInformation is sent due to PDCP duplication failure for a failed SRB:
2>	set cellGroupIndication failedSRB to the the identity of the failed SRBcell group where the RLC entity of which radio link failure is detected according to 5.3.11 is located at;
The UE shall submit the PDCP-DuplicationFailureInformation message to lower layers for transmission.

	NEXT CHANGE


[bookmark: _Toc510531431]–	PDCP-DuplicationFailureInformation
The PDCP-DuplicationFailureInformation message is used to provide information regarding PDCP duplication failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
PDCP-DuplicationFailureInformation message
-- ASN1START

PDCP-DuplicationFailureInformation-r15 ::=		SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			pdcp-DuplicationFailureInformation-r15		PDCP-DuplicationFailureInformation-r15-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

PDCP-DuplicationFailureInformation-r15-IEs ::=	SEQUENCE {
	failureReportPDCP-Duplication-r15	FailureReportPDCP-Duplication-r15 	OPTIONAL,
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

FailureReportPDCP-Duplication-r15 ::= 			SEQUENCE {
	failedLogicalChannelIdentity		INTEGER (3..10),
	cellGroupIndication					ENUMERATED {mn, sn},
	failedBearerIdentity-r15		CHOICE{
		failedDRB-r15					DRB-Identity,
		failedSRB-r15					INTEGER (1..2)
	},
	...
}

-- ASN1STOP

	PDCP-DuplicationFailureInformation field descriptions

	failedBearerIdentityfailedLogicalChannelIdentity
This field indicates the logical channel identity if of the bearer RLC entity for which the PDCP duplication failure occurred. For DRBs the identity is provided in the field failedDRB. For SRBs, the identity is provided in the field failedSRB.

	cellGroupIndication
This field indicates the cell group (MCG, SCG) of the RLC entity for which the PDCP duplication failure occurred.
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