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	Reason for change:
	For the early-drop of NR, i.e., option-3, the CA duplication of LTE MAC is not allowed due to the late kick-off of LTE HRLLC topic. On the other hand, Rel-15 LTE HRLLC WI has been completed now, and thus PDCP duplication features have been introduced into LTE PDCP and LTE MAC specification. This part is missing not only for option-4/7 which is to be started soon, but also for option-3, although they are somehow completed.

	
	

	Summary of change:
	In section 6.3, clarify that the CA duplication of LTE bearer can be supported for (NG)EN-DC and NE-DC.

	
	

	Consequences if not approved:
	CA duplication for LTE bearer would not be in all MR-DC options.

Impact analysis
Impacted functionality:
CA duplication of LTE bearer

Inter-operability: 
If the UE is implemented according to this CR but the network is not, there is no inter-operability problem, since network would not configure the CA duplication of LTE bearer.
If the network is implemented according to this CR but the UE is not, there is no inter-operability problem, since network would not configure the CA duplication of LTE bearer
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[bookmark: _Toc517228511]6.3	PDCP Sublayer
In EN-DC, CA packet duplication (see [3]) is not applied to CA in the MN.
In EN-DC,  and NGEN-DC, and NE-DC, CA packet duplication (see [3]) can only be configured for both MCG bearer and SCG bearer. In NE-DC, CA packet duplication can only be configured for MCG bearer.
In EN-DC, RoHC can be configured for all the bearer types.
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