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	Reason for change:
	Per CE level EAB was captured based on RSRP measurements. However, UE may change its CE level during RA procedure and if it ends up in a different CE level where barring is applicable then it will be allowed to access the cell from a CE level which is currently barred.

	
	

	Summary of change:
	Added a condition that UE shall check EAB parameters for correct CE level.
Impact analysis:
If UE is implemented according to this change and network is not, there is no interoperability issue.

If UE is not implemented according to this change and network is, then UE may try to connect from a CE level which is barred
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	UE may try to connect from a CE level which is barred
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	Other comments:
	


2> if eab-PerRSRP is included in the eab-Param:

3>
if the establishmentCause received from higher layers is set to a value other than emergency; and

3>
if the UE has no Access Class, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11] :
4>
if eab-PerRSRP is set to thres0:

5> consider access to the cell as barred when in enhanced coverage as specified in TS 36.304 [4]; 

4>
else if eab-PerRSRP is set to thres1:
5>
if the measured RSRP is less than the first entry in rsrp-ThresholdsPrachInfoList or the determined coverage level during RA procedure is below the first CE level:

6>
consider access to the cell as barred;

5>
else:

6>
consider that only the resources indicated for the first CE level are configured;

4>
else if eab-PerRSRP is set to thres2:
5>
if the measured RSRP is less than the second entry in rsrp-ThresholdsPrachInfoList or the determined coverage level during RA procedure is below the second CE level:

6>
consider access to the cell as barred;

5>
else:

6>
consider that only the resources indicated for the first and second CE levels are configured;

4>
else if eab-PerRSRP is set to thres3:
5>
if the measured RSRP is less than the third entry in rsrp-ThresholdsPrachInfoList or the determined coverage level during RA procedure is below the third CE level:

6>
consider access to the cell as barred;

5>
else:

6>
consider that only the resources indicated for the first, second, and third CE levels are configured;

1>
else:

2>
consider access to the cell as not barred due to EAB;

