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<Start of modification 1>
5.2.2.4.2
Actions upon reception of the SystemInformationBlockType1
Upon receiving the SystemInformationBlockType1 the UE shall:
1>
store the acquired SIB1;

1>
if the UE has a stored valid version of the required SIB(s) associated with the systemInfoAreaIdentifier and systemInfoValueTag/systemInfoConfigurationIndex in the acquired SIB1:

2>
use that stored version of the SIB;

1>
else if the SIB1 message indicates that the SI message(s) is only provided on request:

2>
trigger a request to acquire the SI message(s) (if needed) as defined in sub-clause 5.2.2.3;
1> else:
2> if there is any pending on-demand SI request procedure for requesting the SI message(s):
3> cancel the pending on-demand SI request procdure and inform lower layer to terminate the on-going random access procedure for requesting the SI message(s);
2>
acquire the SI message(s) (if needed) as defined in sub-clause 5.2.2.3.2, which are provided according to the schedulingInfoList in the SystemInformationBlockType1.

Editor's Note: [FFS_Standalone Whether there is an additional indication that an on-demand SI is actually being broadcast at this instant in time]

Editor's Note: To be updated when content of the SystemInformationBlockType1 has been agreed. FFS_Standalone.

Editor's Note: To be updated how to capture the UE behaviour when some required SIBs are from broadcast and other required SIBs through SI request.
<End of modification 1> 
