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	Beginning of change


–
RadioResourceConfigDedicated-NB
The IE RadioResourceConfigDedicated-NB is used to setup/modify/release RBs, to modify the MAC main configuration, and to modify dedicated physical configuration.

RadioResourceConfigDedicated-NB information element
-- ASN1START

RadioResourceConfigDedicated-NB-r13 ::=
SEQUENCE {


srb-ToAddModList-r13




SRB-ToAddModList-NB-r13


OPTIONAL,
-- Need ON


drb-ToAddModList-r13




DRB-ToAddModList-NB-r13


OPTIONAL,
-- Need ON


drb-ToReleaseList-r13




DRB-ToReleaseList-NB-r13

OPTIONAL,
-- Need ON


mac-MainConfig-r13





CHOICE {



explicitValue-r13





MAC-MainConfig-NB-r13,



defaultValue-r13





NULL


}

















OPTIONAL,
-- Need ON


physicalConfigDedicated-r13



PhysicalConfigDedicated-NB-r13
OPTIONAL,
-- Need ON


rlf-TimersAndConstants-r13



RLF-TimersAndConstants-NB-r13
OPTIONAL,
-- Need ON


...

}

SRB-ToAddModList-NB-r13 ::=


SEQUENCE (SIZE (1)) OF SRB-ToAddMod-NB-r13
SRB-ToAddMod-NB-r13 ::=



SEQUENCE {


rlc-Config-r13





CHOICE {



explicitValue





RLC-Config-NB-r13,



defaultValue





NULL


}

OPTIONAL,














-- Cond Setup


logicalChannelConfig-r13


CHOICE {



explicitValue





LogicalChannelConfig-NB-r13,



defaultValue





NULL


}

OPTIONAL,














-- Cond Setup


...,


[[
rlc-Config-v1430



RLC-Config-NB-v1430


OPTIONAL
-- Need ON


]]

}

DRB-ToAddModList-NB-r13 ::=


SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-ToAddMod-NB-r13
DRB-ToAddMod-NB-r13 ::=



SEQUENCE {


eps-BearerIdentity-r13



INTEGER (0..15)



OPTIONAL,
-- Cond DRB-Setup


drb-Identity-r13




DRB-Identity,


pdcp-Config-r13





PDCP-Config-NB-r13


OPTIONAL,
-- Cond Setup


rlc-Config-r13





RLC-Config-NB-r13


OPTIONAL,
-- Cond Setup


logicalChannelIdentity-r13


INTEGER (3..10)



OPTIONAL,
-- Cond DRB-Setup


logicalChannelConfig-r13


LogicalChannelConfig-NB-r13
OPTIONAL,
-- Cond Setup


...,


[[
rlc-Config-v1430



RLC-Config-NB-v1430


OPTIONAL
-- Need ON


]]

}

DRB-ToReleaseList-NB-r13 ::=

SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated-NB field descriptions

	logicalChannelConfig

For SRB a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1.

	logicalChannelIdentity

The logical channel identity for both UL and DL for a DRB. Value 3 is not used.

	mac-MainConfig

The default MAC MAIN configuration is specified in 9.2.2.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.
E-UTRAN always configures physicalConfigDedicated in RRCConnectionSetup-NB and RRCConnectionReestablishment-NB.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1. RLC AM is the only applicable RLC mode.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.


