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1. Introduction

The state mismatch problem issued from LTE occurs also in NR. In the previous RAN2 meeting, RAN2 discussed the problem, and made one agreement in NR.
Use LTE solution for state mismatch due to the release procedure (i.e. based on Data Inactivity Timer (only running in RRC_CONNECTED) and upon on timer expiry transition to IDLE and NAS recovery);
Since RAN2 also agreed to add the suspend configuration into the Release message, UE cannot identify if a missing release message intended to release or suspend.

Even though gNB sent RRC release for suspend, UE just moves to IDLE according to the current RAN2 agreement. Then RRC state mismatching still happens: NW: INACTIVE and UE: IDLE.
Accordingly, one simple suggestion will be introduced in this contribution. 
2.
Discussion
2.1
RRC state mismatch problem considering RRC_Inactive
In LTE, a timer, Data Inactivity Timer was introduced to solve the RRC state mismatch problem between eNB and UE. The data inactivity timer is reused to solve the same problem in NR. On the other hand, NR has another RRC state, RRC_Inactive, and RRC release message will be also used to indicate moving to RRC_Inactive as well as RRC_Idle. If the Data Inactivity Timer is only applied, the RRC state mismatch problem can still happen especially when gNB sends a RRC release message intending to suspend. UE missing the message moves to IDLE upon the expiry of the Data Inactivity Timer, but gNB still considers that the UE is in RRC_Inactive.
Fortunately, gNB can configure the periodic RNA update timer to the UE. Upon the expiry of the timer, the gNB can expect a RNA update directly from the UE or a neighboring gNB currently camped by the UE. The RNA update can then be used for gNB to identify if the UE receives successfully the RRC release message for suspend. If the gNB receives no RNA update, it considers UE to miss the RRC message. In the specification aspect, there is no enhancement in this progress. It is needed for gNB to keep the periodic RNA update timer.
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Figure 1
RRC state mismatch problem considering RRC_Inactive
Proposal: No enhancement is introduced for the RRC state mismatch problem considering RRC_Inactive. The periodic RNA update can be used to identify the missing RRC release message.
3. Conclusion
It is suggested that 
Proposal: No enhancement is introduced for the RRC state mismatch problem considering RRC_Inactive. The periodic RNA update can be used to identify the missing RRC release message.
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