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6.2.2
Message definitions

<Partially omitted>
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}
<Partially omitted>
SystemInformationBlockType1-v1450-IEs ::=
SEQUENCE {


tdd-Config-v1450





TDD-Config-v1450

OPTIONAL,
-- Cond TDD-OR


nonCriticalExtension




SystemInformationBlockType1-v15xy-IEs




OPTIONAL

}

SystemInformationBlockType1-v15xy-IEs ::=
SEQUENCE {


hsdn-Cell-r15






ENUMERATED{true}


OPTIONAL,

t-StopSpeedEstimation-r15



ENUMERATED {













min1, min3, min5, min10, 












min20, min30, min40, min60}

OPTIONAL,

nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,













b808, b936}

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v1430}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

CellAccessRelatedInfo-r14 ::=
SEQUENCE {


plmn-IdentityList-r14



PLMN-IdentityList,


trackingAreaCode-r14



TrackingAreaCode,


cellIdentity-r14




CellIdentity

}
-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	bandwithReducedAccessRelatedInfo

Access related information for BL UEs and UEs in CE. NOTE 3.

	category0Allowed

The presence of this field indicates category 0 UEs are allowed to access the cell.

	cellAccessRelatedInfoList

This field contains a list allowing signalling of access related information per PLMN. One PLMN can be included in only one entry of this list. NOTE 4.

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellIdentity

Indicates the cell identity. NOTE 2.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfoCE

Cell selection information for BL UEs and UEs in CE. If absent, coverage enhancement S criteria is not applicable. NOTE 3.

	cellSelectionInfoCE1

Cell selection information for BL UEs and UEs in CE supporting CE Mode B. E-UTRAN includes this IE only if cellSelectionInfoCE is present in SystemInformationBlockType1-BR. NOTE 3.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	eCallOverIMS-Support

Indicates whether the cell supports eCall over IMS services for UEs as defined in TS 23.401 [41]. If absent, eCall over IMS is not supported by the network in the cell. NOTE 2.

	eDRX-Allowed

The presence of this field indicates if idle mode extended DRX is allowed in the cell. The UE shall stop using extended DRX in idle mode if eDRX-Allowed is not present.

	fdd-DownlinkOrTddSubframeBitmapBR

The set of valid subframes for FDD downlink or TDD transmissions, see TS 36.213 [23].

If this field is present, SystemInformationBlockType1-BR-r13 is transmitted in RRCConnectionReconfiguration, and if RRCConnectionReconfiguration does not include systemInformationBlockType2Dedicated, UE may assume the valid subframes in fdd-DownlinkOrTddSubframeBitmapBR are not indicated as MBSFN subframes. If this field is not present, the set of valid subframes is the set of non-MBSFN subframes as indicated by mbsfn-SubframeConfigList. If neither this field nor mbsfn-SubframeConfigList is present, all subframes are considered as valid subframes for FDD downlink transmission, all DL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD DL transmission, and all UL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD UL transmission.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	fdd-UplinkSubframeBitmapBR

The set of valid subframes for FDD uplink transmissions for BL UEs, see TS 36.213 [23].

If the field is not present, then UE considers all uplink subframes as valid subframes for FDD uplink transmissions.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	freqBandIndicatorPriority

If the field is present and supported by the UE, the UE shall prioritize the frequency bands in the multiBandInfoList field in decreasing priority order. Only if the UE does not support any of the frequency band in multiBandInfoList, the UE shall use the value in freqBandIndicator field. Otherwise, the UE applies frequency band according to the rules defined in multiBandInfoList. NOTE 2.

	freqBandInfo

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs,  for the frequency band in freqBandIndicator. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	freqHoppingParametersDL

Downlink frequency hopping parameters for BR versions of SI messages, MPDCCH/PDSCH of paging, MPDCCH/PDSCH of RAR/Msg4 and unicast MPDCCH/PDSCH. If not present, the UE is not configured downlink frequency hopping.

	hsdn-Cell

This field indicates this is a HSDN cell as specified in TS 36.304 [4].

	hyperSFN

Indicates hyper SFN which increments by one when the SFN wraps around.

	t-StopSpeedEstimation
Parameter TStopSpeedEstimation in TS 36.304 [4]. Value minN corresponds to N minutes.


