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Based on the description in the RAN 1 spec, it can be observed that the rbg_size indication is only applicable for resource allocation type 0, while for type 1, the granularity of the resource allocation is fixed to RB. 
While for resource allocation, for both UL and DL, it is configured with the parameter resourceAllocation:


resourceAllocation





ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch},
When the field is configured with the value of dynamicSwitch, then for DL assignment or UL grant, a bit within DCI will indicate to the UE the type of resource allocation. 

Hence, the field rbg_size should only be present when resourceAllocation is configured as resourceAllocationType0 or dynamicSwitch. 

Next, for the current range of values for rbg-Size is
· {Config2} for ConfiguredGrantConfig and PUSCH-Config

· {Config1, Config2} for PDSCH-Config

In order to maintain the backward compatibility, these two cases need to be treated differently.
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================================FIRST CHANGE=================================
–
ConfiguredGrantConfig
The IE ConfiguredGrantConfig is used to configure uplink transmission without dynamic grant according to two possible schemes. The actual uplink grant may either be configured via RRC (type1) or provided via the PDCCH (addressed to CS-RNTI) (type2).

ConfiguredGrantConfig information element

-- ASN1START

-- TAG-CONFIGUREDGRANTCONFIG-START

ConfiguredGrantConfig ::=


SEQUENCE {


frequencyHopping





ENUMERATED {intraSlot, interSlot} 








OPTIONAL,
-- Need S,


cg-DMRS-Configuration



DMRS-UplinkConfig,


mcs-Table






ENUMERATED {qam256, qam64LowSE}








OPTIONAL, 
-- Need S

mcs-TableTransformPrecoder


ENUMERATED {qam256, qam64LowSE}








OPTIONAL,
-- Need S


uci-OnPUSCH






SetupRelease { CG-UCI-OnPUSCH }










OPTIONAL,
-- Need M


resourceAllocation




ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch },


rbg-Size







ENUMERATED {config2}










OPTIONAL,
-- Need S


powerControlLoopToUse



ENUMERATED {n0, n1},


p0-PUSCH-Alpha





P0-PUSCH-AlphaSetId,


transformPrecoder




ENUMERATED {enabled}










OPTIONAL,
-- Need S


nrofHARQ-Processes




INTEGER(1..16),


repK








ENUMERATED {n1, n2, n4, n8},


repK-RV







ENUMERATED {s1-0231, s2-0303, s3-0000}





OPTIONAL,
-- Cond RepK


periodicity






ENUMERATED {













sym2, sym7, sym1x14, sym2x14, sym4x14, sym5x14, sym8x14, sym10x14, sym16x14, sym20x14,













sym32x14, sym40x14, sym64x14, sym80x14, sym128x14, sym160x14, sym256x14, sym320x14, sym512x14,













sym640x14, sym1024x14, sym1280x14, sym2560x14, sym5120x14,













sym6, sym1x12, sym2x12, sym4x12, sym5x12, sym8x12, sym10x12, sym16x12, sym20x12, sym32x12,













sym40x12, sym64x12, sym80x12, sym128x12, sym160x12, sym256x12, sym320x12, sym512x12, sym640x12,













sym1280x12, sym2560x12


},


configuredGrantTimer




INTEGER (1..64)












OPTIONAL,
-- Need R


rrc-ConfiguredUplinkGrant



SEQUENCE {



timeDomainOffset






INTEGER  (0..5119),



timeDomainAllocation





INTEGER  (0..15), 


frequencyDomainAllocation



BIT STRING (SIZE(18)),



antennaPort







INTEGER (0..31),



dmrs-SeqInitialization




INTEGER (0..1)










OPTIONAL,
-- Cond NoTransformPrecoder



precodingAndNumberOfLayers



INTEGER (0..63),



srs-ResourceIndicator




INTEGER (0..15),



mcsAndTBS







INTEGER (0..31),



frequencyHoppingOffset




INTEGER (1.. maxNrofPhysicalResourceBlocks-1) 


OPTIONAL,
-- Need M



pathlossReferenceIndex




INTEGER (0..maxNrofPUSCH-PathlossReferenceRSs-1),



...


}
























OPTIONAL

-- Need R

}

CG-UCI-OnPUSCH ::= CHOICE {


dynamic








SEQUENCE (SIZE (1..4)) OF BetaOffsets,


semiStatic







BetaOffsets

}

-- TAG-CONFIGUREDGRANTCONFIG-STOP

-- ASN1STOP

	ConfiguredGrantConfig field descriptions

	antennaPort
Indicates the anntenna port(s) to be used for this configuration, and the maximum bitwidth is 5. See TS 38.214, section 6.1.2, and TS 38.212, section 7.3.1.

	cg-DMRS-Configuration
DMRS configuration,  corresponds to L1 parameter ‘UL-TWG-DMRS’ (see TS 38.214, section 6.1.2).

	configuredGrantTimer
Indicates the initial value of the configured grant timer (see TS 38.321,) in number of periodicities. 

	frequencyDomainAllocation
Indicates the frequency domain resource allocation, see TS 38.214, section 6.1.2, and TS 38.212, section 7.3.1).

	frequencyHopping
 The value intraSlot enables ‘Intra-slot frequency hopping’ and the value interSlot  enables ‘Inter-slot frequency hopping’. If the field is absent, frequency hopping is not configured.

	frequencyHoppingOffset
Enables intra-slot frequency hopping with the given frequency hopping offset. Frequency hopping offset used when frequency hopping is enabled. Corresponds to L1 parameter 'Frequency-hopping-offset' (see TS 38.214, section 6.1.2).

	mcs-Table
Indicates the MCS table the UE shall use for PUSCH without transform precoding. If the field is absent the UE applies the value 64QAM.

	mcs-TableTransformPrecoder
Indicates the MCS table the UE shall use for PUSCH with transform precoding. If the field is absent the UE applies the value 64QAM.

	mcsAndTBS
The modulation order, target code rate and TB size (see TS38.214, section 6.1.2).

	nrofHARQ-Processes
The number of HARQ processes configured. It applies for both Type 1 and Type 2. See TS 38.321, section 5.4.1.

	p0-PUSCH-Alpha
Index of the P0-PUSCH-AlphaSet to be used for this configuration.

	periodicity
Periodicity for UL transmission without UL grant for type 1 and type 2. Corresponds to L1 parameter 'UL-TWG-periodicity' (see TS 38.321, section 5.8.2).

The following periodicities are supported depending on the configured subcarrier spacing [symbols]:

15kHz: 




2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 320, 640} 

30kHz: 




2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 640, 1280} 

60kHz with normal CP: 
2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560} 

60kHz with ECP: 


2, 6, n*12, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560} 

120kHz: 




2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1024, 1280, 2560, 5120} 

(see 38.214, Table 6.1.2.3-1)

	powerControlLoopToUse
Closed control loop to apply. Corresponds to L1 parameter 'PUSCH-closed-loop-index' (see TS 38.213, section 7.7.1).

	rbg-Size
Selection between config 1 and config 2 for RBG size for PUSCH. When the configured type of resource allocation is resource allocation type 0 or dynamicSwitch and the field is absent the UE applies the value config1. Note: rbg-Size is used when the transformPrecoder parameter is disabled. The field is can only be present when the field resourceAllocation is configured as resourceAllocationType0 or dynamicSwitch. Otherwise, the field is absent. 

	repK-RV
If repetitions is used, this field indicates the redundancy version (RV) sequence to use. See TS 38.214, section 6.1.2.

	repK
The number or repetitions of K.

	resourceAllocation
Configuration of resource allocation type 0 and resource allocation type 1. For Type 1 UL data transmission without grant, "resourceAllocation" should be resourceAllocationType0 or resourceAllocationType1.

	rrc-ConfiguredUplinkGrant
Configuration for "configured grant" transmission with fully RRC-configured UL grant (Type1). If this field is absent the UE uses UL grant configured by DCI addressed to CS-RNTI (Type2). Type 1 confgured grant may be configured for UL or SUL, but not for both simultaneously.

	srs-ResourceIndicator
Indicates a the SRS resource to be used. If no SRS resources are configured in the current UL BWP, the UE shall ignore this field.

	timeDomainAllocation
Indicates a combination of start symbol and length and PUSCH mapping type, see TS 38.214, section 6.1.2 and TS 38.212, section 7.3.1.

	timeDomainOffset
Offset related to SFN=0, see TS 38.321, section 5.8.2.

	transformPrecoder
Enables transformer precoder for type1 and type2. If the field is absent, the UE enables or disables transformer precoder in accordance with the field msg3-transformPrecoder in RACH-ConfigCommon, see 38.214, section 6.1.3.

	uci-OnPUSCH
Selection between and configuration of dynamic and semi-static beta-offset. For Type 1 UL data transmission without grant, uci-OnPUSCH should be set to semiStatic.


	Conditional Presence
	Explanation

	RepK
	The field is mandatory present if repK is set to n2, n4,or n8.  It is not present if repK is set to n1.

	NoTransformPrecoder
	The field is mandatory present if transformPrecoder is disabled. It is absent otherwise.


–
PDSCH-Config
The PDSCH-Config IE is used to configure the UE specific PDSCH parameters. 

PDSCH-Config information element

-- ASN1START

-- TAG-PDSCH-CONFIG-START

PDSCH-Config ::= 





SEQUENCE {


dataScramblingIdentityPDSCH



INTEGER (0..1023)













OPTIONAL,
-- Need S


dmrs-DownlinkForPDSCH-MappingTypeA

SetupRelease { DMRS-DownlinkConfig }








OPTIONAL,
-- Need M


dmrs-DownlinkForPDSCH-MappingTypeB

SetupRelease { DMRS-DownlinkConfig } 








OPTIONAL,
-- Need M


tci-StatesToAddModList




SEQUENCE (SIZE(1..maxNrofTCI-States)) OF TCI-State





OPTIONAL,
-- Need N


tci-StatesToReleaseList




SEQUENCE (SIZE(1..maxNrofTCI-States)) OF TCI-StateId




OPTIONAL,
-- Need N


vrb-ToPRB-Interleaver




ENUMERATED {n2, n4}













OPTIONAL, 
-- Need S


resourceAllocation





ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch},

pdsch-TimeDomainAllocationList


SetupRelease { PDSCH-TimeDomainResourceAllocationList }




OPTIONAL,
-- Need M


pdsch-AggregationFactor




ENUMERATED { n2, n4, n8 }











OPTIONAL,
-- Need S


rateMatchPatternToAddModList


SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPattern

OPTIONAL, 
-- Need N


rateMatchPatternToReleaseList


SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPatternId

OPTIONAL, 
-- Need N


rateMatchPatternGroup1




RateMatchPatternGroup

OPTIONAL, 
-- Need R

rateMatchPatternGroup2




RateMatchPatternGroup

OPTIONAL, 
-- Need R


rbg-Size







ENUMERATED {config1, config2},


mcs-Table







ENUMERATED {qam256, qam64LowSE}








OPTIONAL,
-- Need S

maxNrofCodeWordsScheduledByDCI


ENUMERATED {n1, n2}













OPTIONAL, 
-- Need R


prb-BundlingType





CHOICE {



staticBundling






SEQUENCE {



bundleSize







ENUMERATED { n4, wideband }









OPTIONAL

-- Need S



},



dynamicBundling 





SEQUENCE {




bundleSizeSet1






ENUMERATED { n4, wideband, n2-wideband, n4-wideband }


OPTIONAL,
-- Need S




bundleSizeSet2






ENUMERATED { n4, wideband }









OPTIONAL

-- Need S



}


},


zp-CSI-RS-ResourceToAddModList




SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-Resources)) OF ZP-CSI-RS-Resource

  OPTIONAL, -- Need N


zp-CSI-RS-ResourceToReleaseList




SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-Resources)) OF ZP-CSI-RS-ResourceId

  OPTIONAL, -- Need N


aperiodic-ZP-CSI-RS-ResourceSetsToAddModList 
SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-ResourceSets)) OF ZP-CSI-RS-ResourceSet
  OPTIONAL, -- Need N


aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-ResourceSets)) OF ZP-CSI-RS-ResourceSetId OPTIONAL,



































-- Need N


sp-ZP-CSI-RS-ResourceSetsToAddModList
SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-ResourceSets)) OF ZP-CSI-RS-ResourceSet


  OPTIONAL,
-- Need N


sp-ZP-CSI-RS-ResourceSetsToReleaseList
SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-ResourceSets)) OF ZP-CSI-RS-ResourceSetId

  OPTIONAL,
-- Need N


p-ZP-CSI-RS-ResourceSet




SetupRelease { ZP-CSI-RS-ResourceSet }











  OPTIONAL,
-- Need M

...

}

RateMatchPatternGroup ::=



SEQUENCE (SIZE (1..maxNrofRateMatchPatternsPerGroup)) OF CHOICE {
cellLevel







RateMatchPatternId,


bwpLevel







RateMatchPatternId

}

-- TAG-PDSCH-CONFIG-STOP

-- ASN1STOP

	PDSCH-Config field descriptions

	aperiodic-ZP-CSI-RS-ResourceSetsToAddModList
AddMod/Release lists for configuring aperiodically triggered zero-power CSI-RS resource sets. Each set contains a ZP-CSI-RS-ResourceSetId and the IDs of one or more ZP-CSI-RS-Resources (the actual resources are defined in the zp-CSI-RS-ResourceToAddModList). The network configures the UE with at most 3 aperiodic ZP-CSI-RS-ResourceSets and it uses only the ZP-CSI-RS-ResourceSetId 1 to 3. The network triggers a set by indicating its ZP-CSI-RS-ResourceSetId in the DCI payload. The DCI codepoint '01' triggers the resource set with ZP-CSI-RS-ResourceSetId 1, the DCI codepoint '10' triggers the resource set with ZP-CSI-RS-ResourceSetId 2, and the DCI codepoint '11' triggers the resource set with ZP-CSI-RS-ResourceSetId 3. Corresponds to L1 parameter ' Aperiodic-ZP-CSI-RS-Resource-List' (see 38.214, section 5.1.4.2)

	dataScramblingIdentityPDSCH
Identifer used to initalite data scrambling (c_init) for PDSCH. If the field is absent, the UE applies the physical cell ID. (see 38.211, section 7.3.1.1).

	dmrs-DownlinkForPDSCH-MappingTypeA
DMRS configuration for PDSCH transmissions using PDSCH mapping type A (chosen dynamically via PDSCH-TimeDomainResourceAllocation). Only the fields dmrs-Type, dmrs-AdditionalPosition and maxLength may be set differently for mapping type A and B.

	dmrs-DownlinkForPDSCH-MappingTypeB
DMRS configuration for PDSCH transmissions using PDSCH mapping type B (chosen dynamically via PDSCH-TimeDomainResourceAllocation). Only the fields dmrs-Type, dmrs-AdditionalPosition and maxLength may be set differently for mapping type A and B.

	maxNrofCodeWordsScheduledByDCI
Maximum number of code words that a single DCI may schedule. This changes the number of MCS/RV/NDI bits in the DCI message from 1 to 2.

	mcs-Table
Indicates which MCS table the UE shall use for PDSCH. Corresponds to L1 parameter 'MCS-Table-PDSCH' (see 38.214, section 5.1.3.1). If the field is absent the UE applies the value 64QAM.

	pdsch-AggregationFactor
Number of repetitions for data. Corresponds to L1 parameter 'aggregation-factor-DL' (see 38.214, section FFS_Section) When the field is absent the UE applies the value 1

	pdsch-TimeDomainAllocationList
List of time-domain configurations for timing of DL assignment to DL data. If configured, the values provided herein override the values received in corresponding PDSCH-ConfigCommon for PDCCH scrambled with C-RNTI or CS-RNTI but not for CORESET#0 for which the default values in 38.214, table 5.1.2.1.1-1 apply.

	prb-BundlingType
Indicates the PRB bundle type and bundle size(s). Corresponds to L1 parameter 'PRB_bundling' (see 38.214, section 5.1.2.3). If dynamic is chosen, the actual bundleSizeSet1 or bundleSizeSet2 to use is indicated via DCI. Constraints on bundleSize(Set) setting depending on vrb-ToPRB-Interleaver and rbg-Size settings are described in TS 38.214 ([19], section 5.1.2.3). If a bundleSize(Set) value is absent, the UE applies the value n2. 

	p-ZP-CSI-RS-ResourceSet

A set of periodically occurring ZP-CSI-RS-Resources (the actual resources are defined in the zp-CSI-RS-ResourceToAddModList). The network uses the ZP-CSI-RS-ResourceSetId=0 for this set.

	rateMatchPatternGroup1
The IDs of a first group of RateMatchPatterns defined in PDSCH-Config -> rateMatchPatternToAddModList (BWP level) or in ServingCellConfig -> rateMatchPatternToAddModList (cell level). Corresponds to L1 parameter 'Resource-set-group-1'. (see 38.214, section FFS_Section)

	rateMatchPatternGroup2
The IDs of a second group of RateMatchPatterns defined in PDSCH-Config -> rateMatchPatternToAddModList (BWP level) or in ServingCellConfig -> rateMatchPatternToAddModList (cell level). Corresponds to L1 parameter 'Resource-set-group-2'. (see 38.214, section FFS_Section)

	rateMatchPatternToAddModList
Resources patterns which the UE should rate match PDSCH around. The UE rate matches around the union of all resources indicated in the nexted bitmaps. Corresponds to L1 parameter 'Resource-set-BWP' (see 38.214, section 5.1.2.2.3) FFS: RAN1 indicates that there should be a set of patterns per cell and one per BWP => Having both seems unnecessary.

	rbg-Size
Selection between config 1 and config 2 for RBG size for PDSCH. Corresponds to L1 parameter 'RBG-size-PDSCH' (see 38.214, section 5.1.2.2.1). The field is mandatory present only when the field resourceAllocation is configured as resourceAllocationType0 or dynamicSwitch. Otherwise, the field is absent.

	resourceAllocation
Configuration of resource allocation type 0 and resource allocation type 1 for non-fallback DCI Corresponds to L1 parameter 'Resouce-allocation-config' (see 38.214, section 5.1.2)

	sp-ZP-CSI-RS-ResourceSetsToAddModList
AddMod/Release lists for configuring semi-persistent zero-power CSI-RS resource sets. Each set contains a ZP-CSI-RS-ResourceSetId and the IDs of one or more ZP-CSI-RS-Resources (the actual resources are defined in the zp-CSI-RS-ResourceToAddModList). Corresponds to L1 parameter 'ZP-CSI-RS-ResourceSetConfigList' (see 38.214, section FFS_Section).

	tci-StatesToAddModList
A list of Transmission Configuration Indicator (TCI) states indicating a transmission configuration which includes QCL-relationships between the DL RSs in one RS set and the PDSCH DMRS ports (see 38.214, section 5.1.4)

	vrb-ToPRB-Interleaver
Interleaving unit configurable between 2 and 4 PRBs Corresponds to L1 parameter 'VRB-to-PRB-interleaver' (see 38.211, section 6.3.1.7). When the field is absent, the UE performs non-interleaved VRB-to-PRB mapping.

	zp-CSI-RS-ResourceToAddModList
A list of Zero-Power (ZP) CSI-RS resources used for PDSCH rate-matching. Corresponds to L1 parameter 'ZP-CSI-RS-ResourceConfigList' (see 38.214, section FFS_Section)


–
PUSCH-Config
The IE PUSCH-Config is used to configure the UE specific PUSCH parameters applicable to a particular BWP.

PUSCH-Config information element

-- ASN1START

-- TAG-PUSCH-CONFIG-START

PUSCH-Config ::= 





SEQUENCE {


dataScramblingIdentityPUSCH



INTEGER (0..1023)














OPTIONAL,
-- Need S


txConfig







ENUMERATED {codebook, nonCodebook}









OPTIONAL, 
-- Need S

dmrs-UplinkForPUSCH-MappingTypeA

SetupRelease { DMRS-UplinkConfig }










OPTIONAL,
-- Need M


dmrs-UplinkForPUSCH-MappingTypeB

SetupRelease { DMRS-UplinkConfig }










OPTIONAL,
-- Need M


pusch-PowerControl





PUSCH-PowerControl














OPTIONAL, -- Need M


frequencyHopping





ENUMERATED {intraSlot, interSlot}











OPTIONAL,
-- Need S


frequencyHoppingOffsetLists



SEQUENCE (SIZE (1..4)) OF INTEGER (1.. maxNrofPhysicalResourceBlocks-1)

OPTIONAL,
-- Need M


resourceAllocation





ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch},


pusch-TimeDomainAllocationList


SetupRelease { PUSCH-TimeDomainResourceAllocationList }





OPTIONAL, 
-- Need M


pusch-AggregationFactor




ENUMERATED { n2, n4, n8 }









OPTIONAL, 
-- Need S


mcs-Table







ENUMERATED {qam256, qam64LowSE}









OPTIONAL,
-- Need S


mcs-TableTransformPrecoder



ENUMERATED {qam256, qam64LowSE}








OPTIONAL,
-- Need S


transformPrecoder





ENUMERATED {enabled, disabled}








OPTIONAL,
-- Need S


codebookSubset






ENUMERATED {fullyAndPartialAndNonCoherent, partialAndNonCoherent,
















nonCoherent}









OPTIONAL,
-- Cond codebookBased 


maxRank








INTEGER (1..4) 












OPTIONAL, 
-- Cond codebookBased

rbg-Size







ENUMERATED { config2}











OPTIONAL,
-- Need S


uci-OnPUSCH







SetupRelease { UCI-OnPUSCH}








OPTIONAL, -- Need M


tp-pi2BPSK







ENUMERATED {enabled}










OPTIONAL,
-- Need S

...

}

UCI-OnPUSCH ::= 





SEQUENCE {


betaOffsets







CHOICE {




dynamic







SEQUENCE (SIZE (4)) OF BetaOffsets,




semiStatic






BetaOffsets


}




























OPTIONAL, -- Need M


scaling








ENUMERATED { f0p5, f0p65, f0p8, f1 }

}

-- TAG-PUSCH-CONFIG-STOP

-- ASN1STOP

	PUSCH-Config field descriptions

	codebookSubset
Subset of PMIs addressed by TPMI, where PMIs are those supported by UEs with maximum coherence capabilities Corresponds to L1 parameter 'ULCodebookSubset' (see 38.211, section 6.3.1.5).

	dataScramblingIdentityPUSCH
Identifer used to initalite data scrambling (c_init) for PUSCH. If the field is absent the UE applies the physical cell ID. (see 38.211, section 6.3.1.1).

	dmrs-UplinkForPUSCH-MappingTypeA
DMRS configuration for PUSCH transmissions using PUSCH mapping type A (chosen dynamically via PUSCH-TimeDomainResourceAllocation). Only the fields dmrs-Type, dmrs-AdditionalPosition and maxLength may be set differently for mapping type A and B.

	dmrs-UplinkForPUSCH-MappingTypeB
DMRS configuration for PUSCH transmissions using PUSCH mapping type B (chosen dynamically via PUSCH-TimeDomainResourceAllocation). Only the fields dmrs-Type, dmrs-AdditionalPosition and maxLength may be set differently for mapping type A and B.

	frequencyHopping
The value intraSlot enables ‘Intra-slot frequency hopping’ and the value interSlot  enables ‘Inter-slot frequency hopping’. If the field is absent, frequency hopping is not configured. Corresponds to L1 parameter 'Frequency-hopping-PUSCH' (see 38.214, section 6).

	frequencyHoppingOffsetLists
Set of frequency hopping offsets used when frequency hopping is enabled for granted transmission (not msg3) and type 2 Corresponds to L1 parameter 'Frequency-hopping-offsets-set' (see 38.214, section 6.3).

	maxRank
Subset of PMIs addressed by TRIs from 1 to ULmaxRank. Corresponds to L1 parameter 'ULmaxRank' (see 38.211, section 6.3.1.5).

	mcs-Table
Indicates which MCS table the UE shall use for PUSCH without transform precoder Corresponds to L1 parameter 'MCS-Table-PUSCH' (see 38.214, section 6.1.4) If the field is absent the UE applies the value 64QAM

	mcs-TableTransformPrecoder
Indicates which MCS table the UE shall use for PUSCH with transform precoding Corresponds to L1 parameter 'MCS-Table-PUSCH-transform-precoding' (see 38.214, section 6.1.4) If the field is absent the UE applies the value 64QAM

	pusch-AggregationFactor
Number of repetitions for data. Corresponds to L1 parameter 'aggregation-factor-UL' (see 38.214, section FFS_Section). If the field is absent the UE applies the value 1.

	pusch-AllocationList
List of time domain allocations for timing of UL assignment to UL data. If configured, the values provided herein override the values received in corresponding PUSCH-ConfigCommon for PDCCH scrambled with C-RNTI or CS-RNTI but not for CORESET#0 (see 38.214, table 6.1.2.1.1-1)”. 

	rbg-Size
Selection between config 1 and config 2 for RBG size for PUSCH. When the configured type of resource allocation is resource allocation type 0 or dynamic switch and the field is absent the UE applies the value config1. Corresponds to L1 parameter 'RBG-size-PUSCH' (see 38.214, section 6.1.2.2.1). The field can only be present when the field resourceAllocation is configured as resourceAllocationType0 or dynamicSwitch. Otherwise, the field is absent.

	resourceAllocation
Configuration of resource allocation type 0 and resource allocation type 1 for non-fallback DCI Corresponds to L1 parameter 'Resouce-allocation-config' (see 38.214, section 6.1.2).

	tp-pi2PBSK
Enables pi/2-BPSK modulation with transform precoding if the field is present and disables it otherwise. 

	transformPrecoder
The UE specific selection of transformer precoder for PUSCH. When the field is absent the UE applies the value msg3-tp. Corresponds to L1 parameter 'PUSCH-tp' (see 38.211, section 6.3.1.4).

	txConfig
Whether UE uses codebook based or non-codebook based transmission. Corresponds to L1 parameter 'ulTxConfig' (see 38.214, section 6.1.1). If the field is absent, the UE transmits PUSCH on one antenna port, see 38.214, section 6.1.1.

	


	UCI-OnPUSCH field descriptions

	scaling
Indicates a scaling factor to limit the number of resource elements assigned to UCI on PUSCH. Value f0p5 corresponds to 0.5, value f0p65 corresponds to 0.65, and so on. Corresponds to L1 parameter 'uci-on-pusch-scaling' (see 38.212, section 6.3).

	betaOffsets

Selection between and configuration of dynamic and semi-static beta-offset. If the field is absent or released, the UE applies the value 'semiStatic' and the BetaOffsets according to FFS [BetaOffsets and/or section 9.x.x). Corresponds to L1 parameter 'UCI-on-PUSCH' (see 38.213, section 9.3).


	Conditional Presence
	Explanation

	codebookBased
	The field is mandatory present if txConfig is set to codebook and absent otherwise.


===============================END OF CHANGE===============================
