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Beginning of changes
6.2.2
Message definitions

(--------------------------------------------------Unmodified sections omitted-----------------------------------------------------(
–
PDCPDuplicationFailureInformation
The PDCPDuplicationFailureInformation message is used to provide information regarding PDCP duplication failures detected by the UE.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

PDCPDuplicationFailureInformation message
-- ASN1START

PDCPDuplicationFailureInformation-r15 ::=

SEQUENCE {


criticalExtensions




CHOICE {



pdcpDuplicationFailureInformation-r15

PDC-PDuplicationFailureInformation-r15-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

PDCP-DuplicationFailureInformation-r15-IEs ::=
SEQUENCE {


failureReportPDCP-Duplication-r15
FailureReportPDCP-Duplication-r15 
OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}
FailureReportPDCP-Duplication-r15 ::= 


SEQUENCE {


failedBearerIdentity-r15

CHOICE{



failedDRB-r15




DRB-Identity,


failedSRB-r15




INTEGER (1..2)

},

measResultServFreqList-r15


MeasResultServFreqList-r10

OPTIONAL,

measResultServFreqListExt-r15 

MeasResultServFreqListExt-r13
OPTIONAL,

measResultNeighCells-r15


MeasResultList2EUTRA-r9


OPTIONAL,

...

}
-- ASN1STOP

	PDCPDuplicationFailureInformation field descriptions

	failedBearerIdentity

This field indicates the identity if the bearer for which the PDCP duplication failure occurred. For DRBs the identity is provided in the field failedDRB. For SRBs, the identity is provided in the field failedSRB.


End of changes

