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First Modified Subclause
[bookmark: _Toc518999063]–	SL-CommConfig
The IE SL-CommConfig specifies the dedicated configuration information for sidelink communication. In particular it concerns the transmission resource configuration for sidelink communication on the primary frequency.
SL-CommConfig information element
-- ASN1START

SL-CommConfig-r12 ::=				SEQUENCE	{
	commTxResources-r12					CHOICE {
		release								NULL,
		setup								CHOICE {
			scheduled-r12					SEQUENCE {
				sl-RNTI-r12						C-RNTI,
				mac-MainConfig-r12				MAC-MainConfigSL-r12,
				sc-CommTxConfig-r12				SL-CommResourcePool-r12,
				mcs-r12							INTEGER (0..28)				OPTIONAL	-- Need OP
			},
			ue-Selected-r12					SEQUENCE {
				-- Pool for normal usage
				commTxPoolNormalDedicated-r12	SEQUENCE {
					poolToReleaseList-r12			SL-TxPoolToReleaseList-r12 OPTIONAL,	-- Need ON
					poolToAddModList-r12			SL-CommTxPoolToAddModList-r12 OPTIONAL	-- Need ON
				}
			}
		}
	}																		OPTIONAL,	-- Need ON
	...,
	[[	commTxResources-v1310						CHOICE {
			release								NULL,
			setup								CHOICE {
				scheduled-v1310						SEQUENCE {
					logicalChGroupInfoList-r13			LogicalChGroupInfoList-r13,
					multipleTx-r13						BOOLEAN
				},
				ue-Selected-v1310					SEQUENCE {
					commTxPoolNormalDedicatedExt-r13	SEQUENCE {
						poolToReleaseListExt-r13			SL-TxPoolToReleaseListExt-r13 OPTIONAL,	-- Need ON
						poolToAddModListExt-r13				SL-CommTxPoolToAddModListExt-r13	OPTIONAL	-- Need ON
					}
				}
			}
		}																OPTIONAL,	-- Need ON
		commTxAllowRelayDedicated-r13		BOOLEAN			OPTIONAL	-- Need ON
	]]
}

LogicalChGroupInfoList-r13 ::=		SEQUENCE (SIZE (1..maxLCG-r13)) OF SL-PriorityList-r13

SL-CommTxPoolToAddModList-r12 ::=		SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommTxPoolToAddMod-r12

SL-CommTxPoolToAddModListExt-r13 ::=	SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommTxPoolToAddModExt-r13

SL-CommTxPoolToAddMod-r12 ::=		SEQUENCE	{
	poolIdentity-r12					SL-TxPoolIdentity-r12,
	pool-r12							SL-CommResourcePool-r12
}

SL-CommTxPoolToAddModExt-r13 ::=		SEQUENCE	{
	poolIdentity-v1310					SL-TxPoolIdentity-v1310,
	pool-r13							SL-CommResourcePool-r12
}

MAC-MainConfigSL-r12 ::=		SEQUENCE	{
	periodic-BSR-TimerSL					PeriodicBSR-Timer-r12		OPTIONAL,	-- Need ON
	retx-BSR-TimerSL						RetxBSR-Timer-r12
}

-- ASN1STOP

	SL-CommConfig field descriptions

	commTxAllowRelayDedicated
Indicates whether the UE is allowed to transmit relay related sidelink communication using the configured dedicated transmission resources i.e. either via scheduled or via UE selected resources.

	commTxPoolNormalDedicated
Indicates a pool of transmission resources the UE is allowed to use while in RRC_CONNECTED.

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity. In case the same priority is present in more than one entry of the list, the UE reports the BSR for LCG associated with the lower number of priority values, including this priority.

	mcs
Indicates the MCS as defined in TS 36.212 [23, 14.2.1]. If not configured, the selection of MCS is up to UE implementation.

	multipleTx
Indicates whether the UE should perform multiple transmissions to different destinations in one SC period in accordance with TS 36.321 [6, 5.14.1.1]. Value TRUE indicates that multiple transmissions should be performed.

	sc-CommTxConfig
Indicates a pool of resources for SC when E-UTRAN schedules Tx resources (i.e. when indices included in DCI format 5 indicate the actual data resources to be used as specified in TS 36.212 [22, 5.3.3.1.9]).

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN.



<unchanged parts omitted>
[bookmark: _Toc518999092]Next Modified Subclause
–	SL-V2X-ConfigDedicated
The IE SL-V2X-ConfigDedicated specifies the dedicated configuration information for V2X sidelink communication.
SL-V2X-ConfigDedicated information element
-- ASN1START

SL-V2X-ConfigDedicated-r14 ::=				SEQUENCE	{
	commTxResources-r14					CHOICE {
		release								NULL,
		setup								CHOICE {
			scheduled-r14					SEQUENCE {
				sl-V-RNTI-r14			C-RNTI,
				mac-MainConfig-r14				MAC-MainConfigSL-r12,
				v2x-SchedulingPool-r14			SL-CommResourcePoolV2X-r14	OPTIONAL,	-- Need ON
				mcs-r14							INTEGER (0..31)				OPTIONAL,	-- Need OR
				logicalChGroupInfoList-r14		LogicalChGroupInfoList-r13
			},
			ue-Selected-r14					SEQUENCE {
				-- Pool for normal usage
				v2x-CommTxPoolNormalDedicated-r14	SEQUENCE {
					poolToReleaseList-r14	SL-TxPoolToReleaseListV2X-r14	OPTIONAL,	-- Need ON
					poolToAddModList-r14		SL-TxPoolToAddModListV2X-r14		OPTIONAL,	-- Need ON
					v2x-CommTxPoolSensingConfig-r14		SL-CommTxPoolSensingConfig-r14
																			OPTIONAL	-- Need ON
				}
			}
		}
	}																		OPTIONAL,	-- Need ON
	v2x-InterFreqInfoList-r14			SL-InterFreqInfoListV2X-r14			OPTIONAL,	-- Need ON
	thresSL-TxPrioritization-r14			SL-Priority-r13						OPTIONAL,	-- Need OR
	typeTxSync-r14						SL-TypeTxSync-r14					OPTIONAL,	-- Need OR
	cbr-DedicatedTxConfigList-r14		SL-CBR-CommonTxConfigList-r14	OPTIONAL,	-- Need OR
	...
}

SL-TxPoolToAddModListV2X-r14 ::=		SEQUENCE (SIZE (1.. maxSL-V2X-TxPool-r14)) OF SL-TxPoolToAddMod-r14

SL-TxPoolToAddMod-r14 ::=		SEQUENCE	{
	poolIdentity-r14					SL-V2X-TxPoolIdentity-r14,
	pool-r14							SL-CommResourcePoolV2X-r14
}

SL-TxPoolToReleaseListV2X-r14 ::=	SEQUENCE (SIZE (1.. maxSL-V2X-TxPool-r14)) OF SL-V2X-TxPoolIdentity-r14

-- ASN1STOP

	SL-V2X-ConfigDedicated field descriptions

	cbr-DedicatedTxConfigList
Indicates the dedicated list of CBR range division and the list of PSCCH TX configurations available to configure congestion control to the UE for V2X sidelink communication.

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity. In case the same priority is present in more than one entry of the list, the UE reports the BSR for LCG associated with the lower number of priority values, including this priority.

	mcs
Indicates the MCS as defined in TS 36.213 [23, 14.2.1]. If not configured, the selection of MCS is up to UE implementation.

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	sl-V-RNTI
Indicates the RNTI used for DCI dynamically scheduling sidelink resources for V2X sidelink communication.

	thresSL-TxPrioritization
Indicates the threshold used to determine whether SL V2X transmission is prioritized over uplink transmission if they overlap in time (see TS 36.321 [6]). This value shall overwrite thresSL-TxPrioritization configured in SIB21 or SL-V2X-Preconfiguration if any.

	typeTxSync
Indicates the prioritized synchronization type (i.e. eNB or GNSS) for performing V2X sidelink communication on PCell. 

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN. 

	v2x-InterFreqInfoList
Indicates synchronization and resource allocation configurations of other carrier frequencies than the serving carrier frequency for V2X sidelink communication. For inter-carrier scheduled resource allocation, CIF=1 in DCI-5A corresponds to the first entry in this frequency list, CIF=2 corresponds to the second entry, and so on (see TS 36.213 [23]). CIF=0 in DCI-5A corresponds to the frequency where the DCI is received.

	v2x-SchedulingPool
Indicates a pool of resources when E-UTRAN schedules Tx resources for V2X sidelink communications.



<unchanged parts omitted>
End of Modified Subclauses




