[bookmark: _Hlk513098861][bookmark: _Toc510018434]3GPP TSG-RAN WG2 #103	R2-1812442
Gothenburg, Sweden, August 20-24, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	CRNum
	rev
	-
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	[E576] Clarification of MIB and SIB1 acquisition in RRC_CONNECTED

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
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[bookmark: _Toc500942635][bookmark: _Toc509405757]START OF THE CHANGE

[bookmark: _Toc510018461][bookmark: _Toc510018469]5.2.2.3.1	Acquisition of MIB and SIB1 
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.X;
1>	if the UE is in RRC_CONNECTED and the cell is a PSCell; or:
1>	if the UE is in RRC_CONNECTED and the UE is synchronising to the DL of a target SpCell during a reconfiguration with sync:
2>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
2>	perform the actions specified in section 5.2.2.4.1;
[bookmark: _GoBack]1> else if the UE is in RRC_CONNECTED with an active BWP with common search space configured or for which the conditions defined in FFS_Spec [X], section FFS_Section are satisfied, and has received an indication about change of system information; or:
1>	if the UE is in RRC_CONNECTED and the UE has successfully completed the random access procedure towards the target PCell during a reconfiguration with sync:
2>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
NOTE:	The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
2>	if the UE is unable to acquire the SIB1:
3> perform the actions as specified in clause 5.2.2.5;
2>	else:
3> perform the actions specified in section 5.2.2.4.2.
1>	else:
2>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
2> if the UE is unable to acquire the MIB;
3> perform the actions as specified in clause 5.2.2.5;
2>	else:
3>	perform the actions specified in section 5.2.2.4.1.
2>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
2>	if the UE is unable to acquire the SIB1:
3> perform the actions as specified in clause 5.2.2.5;
2>	else:
3> perform the actions specified in section 5.2.2.4.2.
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