3GPP TSG-RAN WG2 Meeting#103
R2-1812559
Gothenburg, Sweden, Aug 20 – 24, 2018











	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0174
	rev
	-
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Introduction of including NR UE capability for MRDC usage

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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5.6.1.4
Compilation of band combinations supported by the UE

The UE shall:

1>
if FreqBandList is received:

2>
if the received FreqBandListcontains atleast one of maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL or maxCarriersRequestedUL for atleast one of the bands:

3>
compile a list of band combinations, candidate for inclusion in the UECapabilityInformation message,  only consisting of bands included in FreqBandList, where for each band in the band combination, the parameters of the band do not exceed the corresponding parameters provided by the IEs maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL or maxCarriersRequested, whichever are recevied.

2>
else:

3>
compile a list of band combinations, candidate for inclusion in the UECapabilityInformation message,only consisting of bands included in FreqBandList, and prioritized in the order of FreqBandList, (i.e. first include remaining band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on);

2>
for each band combination included in the candidate list:

3>
if it is regarded as a fallback band combination with the same capabilities of another band combination included in the list of candidates as specified in TS 38.306 [xx]:

4>
remove the band combination from the list of candidates;

2>
include all band combinations in the candidate list into supportedBandCombination;

2>
include the received FreqBandList in the field appliedFreqBandListFilter of the requested UE capability;

1>
else:

2> include all band combinations supported by the UE into supportedBandCombination, excluding fallback band combinations with the same capabilities of another band combination included in the list of band combinations supported by the UE.
5.6.1.x
Compilation of Feature Sets supported by the UE

The UE shall:

1>
for the featureSetCombinations corresponding to all band combinations reported in supportedBandCombination, the UE shall include the corresponding FeatureSets.
1>
if eutra-nr is received in ue-CapabilityRequest, and if the UE supports EN-DC:

2> the UE shall include the FeatureSets for featureSetCombinations included in band combinations for MRDC.
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