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	Reason for change:
	In NR, two kinds of measurement gaps have been introduced: per-UE measurement gap and per-FR measurement gap. For the per-FR gap, the measurement gap should only apply to the corresponding frequency. However, in current TS 38.321, all the measurement gaps apply to all Serving Cell(s). Therefore, it is unclear of the UE behaviour respect to the multiple measurement gaps in MAC spec. 


	
	

	Summary of change:
	Add a condition to clarify that measurement gap only apply to the Serving Cell(s) in the corresponding frequency range during different measurement gaps as specified in RRC spec.
The change is applicable to both EN-DC and SA.
Impact analysis
Impacted functionality:

Measurement gaps
Inter-operability: 

1.    If the network implements the CR and the UE does not, the network will assume that the UE will receive on some Serving cells but the UE will not attempt to receive.

2.    If the UE implements the CR and the network does not, the network will assume that the UE will not receive on some Serving cells but the UE will attempt to receive.

	
	

	Consequences if not approved:
	UE will apply the measurement gap to all Serving cells even if the gap is per-FR measurement gap.
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*******[Start of change]********
5.14
Handling of measurement gaps

During a measurement gap, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5]:

1>
not perform the transmission of HARQ feedback, SR, and CSI;

1>
not report SRS;

1>
not transmit on UL-SCH except for Msg3 as specified in subclause 5.4.2.2;
1>
if the ra-ResponseWindow or the ra-ContentionResolutionTimer is running:

2>
monitor the PDCCH as specified in subclauses 5.1.4 and 5.1.5.
1>
else:

2>
not monitor the PDCCH.
*******[End of change]********
