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5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
for NB-IoT, set the contents of UECapabilityInformation message as follows:

2>
include the UE Radio Access Capability Parameters within the ue-Capability;

2>
include ue-RadioPagingInfo;

2>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;

1>
else, set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes eutra:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to eutra;

3>
if the UE supports FDD and TDD:

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for both FDD and TDD (i.e. functionality supported by both modes);

4>
if (some of) the UE capability fields have a different value for FDD and TDD:

5>
if for FDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field fdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for FDD;

5>
if for TDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field tdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for TDD;

NOTE 1:

The UE includes fields of XDD-Add-UE-EUTRA-Capabilities in accordance with the following:

-
The field is included only if one or more of its sub-fields (or bits in the feature group indicators string) has a value that is different compared to the value signalled elsewhere within UE-EUTRA-Capability;

(this value signalled elsewhere is also referred to as the Common value, that is supported for both XDD modes)

-
For the fields that are included in XDD-Add-UE-EUTRA-Capabilities, the UE sets:

-
the sub-fields (or bits in the feature group indicators string) that are not allowed to be different to the same value as the Common value;

-
the sub-fields (or bits in the feature group indicators string) that are allowed to be different to a value indicating at least the same functionality as indicated by the Common value;

3>
else (UE supports single xDD mode):

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for the xDD mode supported by the UE;

3>
compile a list of band combinations, candidate for inclusion in the UECapabilityInformation message, comprising of band combinations supported by the UE according to the following priority order (i.e. listed in order of decreasing priority):

4>

include all non-CA bands, regardless of whether UE supports carrier aggregation, only:

-
if the UE includes ue-Category-v1020 (i.e. indicating category 6 to 8); or

-
if for at least one of the non-CA bands, the UE supports more MIMO layers with TM9 and TM10 than implied by the UE category; or

-
if the UE supports TM10 with one or more CSI processes; or

-
if the UE supports 1024QAM in DL;
4>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:

5>
include all 2DL+1UL CA band combinations, only consisting of bands included in requestedFrequencyBands;

5>
include all other CA band combinations, only consisting of bands included in requestedFrequencyBands, and prioritized in the order of requestedFrequencyBands, (i.e. first include remaining band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on);

4>
else (no requested frequency bands):

5>
include all 2DL+1UL CA band combinations;

5>
include all other CA band combinations;

4>
if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsDL and the requestedMaxCCsUL (i.e. both UL and DL maximums are given):

5>
remove from the list of candidates the band combinations for which the number of CCs in DL exceeds the value indicated in the requestedMaxCCsDL or for which the number of CCs in UL exceeds the value indicated in the requestedMaxCCsUL;

5>
indicate in requestedCCsUL the same value as received in requestedMaxCCsUL;
5>
indicate in requestedCCsDL the same value as received in requestedMaxCCsDL;

4>
else if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsDL (i.e. only DL maximum limit is given):

5>
remove from the list of candidates the band combinations for which the number of CCs in DL exceeds the value indicated in the requestedMaxCCsDL;

5>
indicate value in requestedCCsDL the same value as received in requestedMaxCCsDL;

4>
else if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsUL (i.e. only UL maximum limit is given):

5>
remove from the list of candidates the band combinations for which the number of CCs in UL exceeds the value indicated in the requestedMaxCCsUL;

5>
indicate in requestedCCsUL the same value as received in requestedMaxCCsUL;
4>
if the UE supports reducedIntNonContComb and the UECapabilityEnquiry message includes requestReducedIntNonContComb:

5>
set reducedIntNonContCombRequested to true;

5>
remove from the list of candidates the intra-band non-contiguous CA band combinations which support is implied by another intra-band non-contiguous CA band combination included in the list of candidates as specified in TS 36.306 [5, 4.3.5.21]:

4>
if the UE supports requestReducedFormat and UE supports skipFallbackCombinations and UECapabilityEnquiry message includes requestSkipFallbackComb:

5>
set skipFallbackCombRequested to true;

5>
for each band combination included in the list of candidates (including 2DL+1UL CA band combinations), starting with the ones with the lowest number of DL and UL carriers, that concerns a fallback band combination of another band combination included in the list of candidates as specified in TS 36.306 [5]:

6>
remove the band combination from the list of candidates;

6>
include differentFallbackSupported in the band combination included in the list of candidates whose fallback concerns the removed band combination, if its capabilities differ from the removed band combination;

4>
if the UE supports requestReducedFormat and diffFallbackCombReport, and UECapabilityEnquiry message includes requestDiffFallbackCombList:

5>
if the UE does not support skipFallbackCombinations or UECapabilityEnquiry message does not include requestSkipFallbackComb:

6>
remove all band combination from the list of candidates;

5>
for each CA band combination indicated in requestDiffFallbackCombList:

6>
include the CA band combination, if not already in the list of candidates;

6>
include the fallback combinations for which the supported UE capabilities are different from the capability of the CA band combination;

5>
include CA band combinations indicated in requestDiffFallbackCombList into requestedDiffFallbackCombList;

3>
if the UECapabilityEnquiry message includes requestReducedFormat and UE supports requestReducedFormat:

4>
include in supportedBandCombinationReduced as many as possible of the band combinations included in the list of candidates, including the non-CA combinations, determined according to the rules and priority order defined above;

3>
else

4>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:

5>
include in supportedBandCombination as many as possible of the band combinations included in the list of candidates, including the non-CA combinations and up to 5DL+5UL CA band combinations, determined according to the rules and priority order defined above;

5>
include in supportedBandCombinationAdd as many as possible of the remaining band combinations included in the list of candidates, (i.e. the candidates not included in supportedBandCombination), up to 5DL+5UL CA band combinations, determined according to the rules and priority order defined above;

4>
else

5>
include in supportedBandCombination as many as possible of the band combinations included in the list of candidates, including the non-CA combinations and up to 5DL+5UL CA band combinations, determined according to the rules defined above;

5>
if it is not possible to include in supportedBandCombination all the band combinations to be included according to the above, selection of the subset of band combinations to be included is left up to UE implementation;

3>
indicate in requestedBands the same bands and in the same order as included in requestedFrequencyBands, if received;

3>
if the UE is a category 0, M1 or M2 UE, or supports any UE capability information in ue-RadioPagingInfo, according to TS 36.306 [5]:

4>
include ue-RadioPagingInfo and set the fields according to TS 36.306 [5];

3>
for each band combination the UE included in a field of the UECapabilityInformation message in accordance with the previous:

4>
include the baseband processing combination supported for the band combination into basebandProcessingCombList, unless it is already included;

4>
for each fallback baseband processing combination of this baseband processing combination, as specified in TS 36.306 [5], for which supported baseband capabilities are different from this baseband processing combination:

5>
include the fallback baseband processing combinations into basebandProcessingCombList;

2>
if the ue-CapabilityRequest includes geran-cs and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-cs;

2>
if the ue-CapabilityRequest includes geran-ps and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-ps;

2>
if the ue-CapabilityRequest includes utra and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ue-CapabilityRAT-Container and with the rat-Type set to utra;

2>
if the ue-CapabilityRequest includes cdma2000-1XRTT and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to cdma2000-1XRTT;./
2>
if the ue-CapabilityRequest includes nr and if the UE supports NR:

3>
include the UE radio access capabilities for NR within a ue-CapabilityRAT-Container, with the rat-Type set to nr and in accordance with requestedFreqBandsNR-MRDC and as specified in TS 38.331 [X2, 5.6.1].
2>
if the ue-CapabilityRequest includes eutra-nr and if the UE supports EN-DC:

3>
include the UE radio access capabilities for EUTRA-NR within a ue-CapabilityRAT-Container, with the rat-Type set to eutra-nr and in accordance with in accordance with requestedFreqBandsNR-MRDC and as specified in TS 38.331 [82, 5.6.1].
1>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;
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6.7.3.6
NB-IoT Other information elements
–
UE-Capability-NB
The IE UE-Capability-NB is used to convey the NB-IoT UE Radio Access Capability Parameters, see TS 36.306 [5]. The IE UE-Capability-NB is transferred in NB-IoT only.

UE-Capability-NB information element
-- ASN1START

UE-Capability-NB-r13 ::=

SEQUENCE {


accessStratumRelease-r13

AccessStratumRelease-NB-r13,


ue-Category-NB-r13



ENUMERATED {nb1}




OPTIONAL,


multipleDRB-r13




ENUMERATED {supported}



OPTIONAL,


pdcp-Parameters-r13



PDCP-Parameters-NB-r13



OPTIONAL,


phyLayerParameters-r13


PhyLayerParameters-NB-r13,


rf-Parameters-r13



RF-Parameters-NB-r13,


dummy






SEQUENCE {}






OPTIONAL

}

UE-Capability-NB-Ext-r14-IEs ::=

SEQUENCE {


ue-Category-NB-r14




ENUMERATED {nb2}



OPTIONAL,


mac-Parameters-r14




MAC-Parameters-NB-r14


OPTIONAL,


phyLayerParameters-v1430


PhyLayerParameters-NB-v1430

OPTIONAL,


rf-Parameters-v1430




RF-Parameters-NB-v1430,


nonCriticalExtension



UE-Capability-NB-v1440-IEs

OPTIONAL

}

UE-Capability-NB-v1440-IEs ::=

SEQUENCE {


phyLayerParameters-v1440


PhyLayerParameters-NB-v1440

OPTIONAL,


nonCriticalExtension



UE-Capability-NB-v15x0-IEs

OPTIONAL

}

UE-Capability-NB-v15x0-IEs ::=

SEQUENCE {


earlyData-UP-r15




ENUMERATED {supported}


OPTIONAL,


rlc-Parameters-r15




RLC-Parameters-NB-r15,


mac-Parameters-v15x0



MAC-Parameters-NB-v15x0,


phyLayerParameters-v15x0


PhyLayerParameters-NB-v15x0

OPTIONAL,

tdd-UE-Capability-r15



TDD-UE-Capability-NB-r15

OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

TDD-UE-Capability-NB-r15 ::=

SEQUENCE {


ue-Category-NB-r15




ENUMERATED {nb2}



OPTIONAL,


phyLayerParametersRel13-r15


PhyLayerParameters-NB-r13

OPTIONAL,


phyLayerParametersRel14-r15


PhyLayerParameters-NB-v1430

OPTIONAL,


phyLayerParameters-v15x0


PhyLayerParameters-NB-v15x0

OPTIONAL,


...
}
AccessStratumRelease-NB-r13 ::=

ENUMERATED {rel13, rel14, rel15, spare5, spare4, spare3, spare2, spare1, ...}

PDCP-Parameters-NB-r13

::= SEQUENCE {


supportedROHC-Profiles-r13


SEQUENCE {



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions-r13
ENUMERATED {cs2, cs4, cs8, cs12}
DEFAULT cs2,


...

}

RLC-Parameters-NB-r15

::=

SEQUENCE {


rlc-UM-r15






ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-NB-r14

::=

SEQUENCE {


dataInactMon-r14




ENUMERATED {supported}




OPTIONAL,


rai-Support-r14





ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-NB-v15x0

::=

SEQUENCE {


sr-SPS-BSR-r15





ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-r13
::=

SEQUENCE {


multiTone-r13





ENUMERATED {supported}


OPTIONAL,


multiCarrier-r13





ENUMERATED {supported}


OPTIONAL


}

PhyLayerParameters-NB-v1430
::=

SEQUENCE {


multiCarrier-NPRACH-r14



ENUMERATED {supported}


OPTIONAL,


twoHARQ-Processes-r14



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-v1440
::=

SEQUENCE {


interferenceRandomisation-r14

ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-v15x0
::=

SEQUENCE {


mixedOperationMode-r15



ENUMERATED {supported}


OPTIONAL,


twoHARQ-ProcessesTDD-r15


ENUMERATED {supported}


OPTIONAL,


sr-WithHARQ-ACK-r15




ENUMERATED {supported}


OPTIONAL,


sr-WithoutHARQ-ACK-r15



ENUMERATED {supported}


OPTIONAL,


nprach-Format2-r15




ENUMERATED {supported}


OPTIONAL

}

RF-Parameters-NB-r13
::=


SEQUENCE {


supportedBandList-r13



SupportedBandList-NB-r13,


multiNS-Pmax-r13




ENUMERATED {supported}

OPTIONAL

}

RF-Parameters-NB-v1430 ::=


SEQUENCE {


powerClassNB-14dBm-r14



ENUMERATED {supported}

OPTIONAL

}

SupportedBandList-NB-r13 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBand-NB-r13

SupportedBand-NB-r13
::=


SEQUENCE {


band-r13






FreqBandIndicator-NB-r13,


powerClassNB-20dBm-r13



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-Capability-NB field descriptions
	FDD/TDD appl
	FDD/TDD

diff

	accessStratumRelease

Set to rel15 in this version of the specification.
	FDD/TDD
	No

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].
	FDD/TDD
	No

	dummy

This field is not used in the specification. It shall not be sent by the UE.
	NA
	NA

	earlyData-UP

Indicates whether the UE supports EDT for User plane CIoT EPS optimizations, as defined in TS 24.301 [35].
	FDD
	-

	interferenceRandomisation

For FDD: Indicates whether the UE supports interference randomisation in connected mode as defined in TS.36.211 [21].
	FDD
	-

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.
	FDD/TDD
	No

	mixedOperationMode

Defines whether the UE supports multi-carrier operation with mixed operation mode, standalone or inband/guardband, between the anchor carrier and the non-anchor carrier for unicast, paging, and random access as specified in TS 36.300 [9].
	FDD
	-

	multiCarrier

Defines whether the UE supports multi -carrier operation.
	FDD/TDD
	Yes

	multicarrier-NPRACH

Defines whether the UE supports NPRACH on non-anchor carrier as specified in TS 36.321 [6].
	FDD/TDD
	Yes

	multipleDRB

Defines whether the UE supports multiple DRBs.
	FDD/TDD
	No

	multiNS-Pmax

Defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList-NB.
	FDD/TDD
	No

	multiTone

Defines whether the UE supports UL multi-tone transmissions on NPUSCH.
	FDD/TDD
	Yes

	nprach-Format2

Defines whether the UE supports NPRACH resources using preamble format 2.
	FDD
	-

	powerClassNB-14dBm

Defines whether the UE supports power class 14dBm in all the bands supported by the UE as specified in TS 36.101 [42].

If powerClassNB-20dBm is included, the UE shall not include the field powerClassNB-14dBm.
	FDD/TDD
	No

	powerClassNB-20dBm

Defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [42]. If neither powerClassNB-14dBm nor powerClassNB-20dBm is included, UE supports power class 23 dBm in the NB-IoT band.
	FDD/TDD
	No

	rai-Support

Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6].
	FDD/TDD
	No

	rlc-UM

Defines whether the UE supports RLC UM as specified in TS 36.322 [7].
	FDD/TDD
	No

	supportedBandList
Includes the supported NB-IoT bands as defined in TS 36.101 [42].
	FDD/TDD
	No

	sr-SPS-BSR


Defines whether the UE supports SR using SPS BSR as specified in TS 36.321 [6].
	FDD
	-

	sr-withHARQ-ACK


Defines whether the UE supports physical layer SR with HARQ ACK as specified in TS 36.213 [23].
	FDD
	-

	sr-withoutHARQ-ACK


Defines whether the UE supports physical layer SR without HARQ ACK as specified in TS 36.211 [21] and TS 36.213 [23].
	FDD
	-

	supportedROHC-Profiles

List of supported ROHC profiles as defined in TS 36.323 [8].
	FDD/TDD
	No

	twoHARQ-Processes
Defines whether the UE supports two HARQ processes operation in DL and UL in FDD as specified in TS 36.212 [22] and TS 36.213 [23].
	FDD
	-

	twoHARQ-ProcessesTDD

Defines whether the UE supports two HARQ processes operation in DL and UL in TDD as specified in TS 36.212 [22] and TS 36.213 [23].
	TDD
	-

	ue-Category-NB

UE category as defined in TS 36.306 [5]. Value nb1 corresponds to UE category NB1, value nb2 corresponds to UE category NB2.

A UE shall always include the field ue-Category-NB-r13 in this version of the specification.
	FDD/TDD
	Yes


NOTE 1:
The IE UE-Capability-NB does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
The column ‘FDD/TDD appl’ indicates the applicability to the xDD mode: ‘FDD’ means applicable to FDD only, ‘TDD’ means applicable to TDD only and ‘FDD/TDD’ means applicable to FDD and TDD. 

NOTE 3:
The column ‘FDD/TDD diff’ indicates if the UE is allowed to signal a different value for FDD and TDD when the capability applies to both FDD and TDD modes. ‘-’ is used when the capability applies to one mode only, ‘No’ is used for dual mode capabilities where a common value is signalled for both modes, and ‘Yes’ is used for dual mode capabilities where a separate value is signalled for each mode. Common capabilities and FDD capabilities are reported in the fields of UE-Capability-NB except field tdd-UE-Capability. TDD capabilities are reported in tdd-UE-Capability.
–
UE-RadioPagingInfo-NB
The IE UE-RadioPagingInfo-NB contains UE NB-IoT capability information needed for paging.

UE-RadioPagingInfo-NB information element

-- ASN1START

UE-RadioPagingInfo-NB-r13 ::=

SEQUENCE {


ue-Category-NB-r13



ENUMERATED {nb1}


OPTIONAL,


...,


[[ multiCarrierPaging-r14

ENUMERATED {true}


OPTIONAL


]],


[[
mixedOperationMode-r15

ENUMERATED {supported}

OPTIONAL,



wakeUpSignal-r15


ENUMERATED {true}


OPTIONAL,



wakeUpSignalMinGap-eDRX-r15
WakeUpSignal-eDRX-NB-r15
OPTIONAL,


multiCarrierPagingTDD-r15
ENUMERATED {true}


OPTIONAL

]]

}

WakeUpSignal-eDRX-NB-r15 ::=
ENUMERATED {ms40, ms240, ms1000, ms2000} 

-- ASN1STOP

	UE-RadioPagingInfo-NB field descriptions

	multiCarrierPaging

Indicates whether the UE supports paging on non-anchor carriers for FDD as defined in TS 36.304 [4].

	multiCarrierPagingTDD
Indicates whether the UE supports paging on non-anchor carriers for TDD as defined in TS 36.304 [4].

	mixedOperationMode

FDD: Indicates whether the UE supports multi-carrier operation with mixed operation mode, standalone or inband/guardband, between the anchor carrier and non-anchor carrier for unicast, paging, and random access, as specified in TS 36.300 [9].

	ue-Category-NB

UE NB-IoT category as defined in TS 36.306 [5]. A UE shall always include the field ue-Category-NB-r13 in this version of the specification.

	wakeUpSignal

Indicates whether the UE supports WUS for paging in FDD as specified in TS 36.304 [4]. 

	wakeUpSignalMinGap-eDRX

Indicates the minimum gap between WUS and associated PO in case of eDRX in FDD, as specified in TS 36.304 [4]. Value ms40 corresponds to 40 ms, value ms240 corresponds to 240 ms and so on.


