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	Reason for change:
	It has been specified that the UE performs intra-frequency or inter-frequency measurements for at least TSearchDeltaP after selecting or reselecting a new cell before entering relaxed monitoring.
However, there is no such requirement for re-entering relaxed monitoring after the UE has stopped relaxed monitoring because the criteria was no longer fulfilled. 

	
	

	Summary of change:
	Specify that the UE satisfies relaxed monitoring condition for at least TSearchDeltaP to enter relaxed monitoring.
Impact analysis

Impacted functionality:

Relaxed monitoring 
Inter-operability: 

There is no inter-operability issue.

Implementation of this CR by a UE of earlier release will not cause compatibility issues.

	
	

	Consequences if not approved:
	The UE may re-enter relaxed monitoring while it is slowly moving, preventing reselection to a better cell.
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	Other comments:
	


5.2.4.12.0
Relaxed monitoring measurement rules

When the UE is required to perform intra-frequency or inter-frequency measurement according to the measurement rules in sub-clause 5.2.4.2 or 5.2.4.2a, the UE may choose not to perform intra-frequency or inter-frequency measurements when:

-
The relaxed monitoring criterion in sub-clause 5.2.4.12.1 is fulfilled for a period of TSearchDeltaP, and

-
Less than 24 hours have passed since measurements for cell reselection were last performed, and

-
The UE has performed intra-frequency or inter-frequency measurements for at least TSearchDeltaP after selecting or reselecting a new cell.
