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START OF CHANGES
5.3.8.3	Reception of the RRCRelease by the UE
The UE shall:
1>	delay the following actions defined in this sub-clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T320, if running;
1>	if the RRCRelease message includes the cellReselectionPriorities:
2>	store the cell reselection priority information provided by the cellReselectionPriorities;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;

1>	if deprioritisationReq is included:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
1>	if the RRCRelease includes suspendConfig:
2> apply the received suspendConfig;  
2> store fullI-RNTI, shortI-RNTI, nextHopChainingCount, t380 and ran-PagingCycle provided in suspendConfig;

2>	reset MAC;
[bookmark: _Hlk515612184]2>	re-establish RLC entities for all SRB1;s and DRBs;
2>	if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:
3> stop the timer T319 if running;
3> replace any previously stored security context with newly received security context in the suspendConfig;
3> replace the previously stored C-RNTI with the temporary C-RNTI in the cell the UE has received the RRCRelease message;
3> replace the previously stored cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;
3> replace the previously stored physical cell identity with the physical cell identity of  the cell the UE has received the RRCRelease message;
2>	else:
3> store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, SDAP configuration, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;
2>	suspend all SRB(s) and DRB(s), except SRB0;
2>	start timer T380, with the timer value set to t380;
2>	indicate the suspension of the RRC connection to upper layers;
2> enter RRC_INACTIVE and perform procedures as specified in TS 38.304 [21]
1>	else
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the relase cause ‘other’;
Editor’s Note: FFS Whether there needs to be different release causes and actions associated. 

END OF CHANGES

START OF CHANGES
5.3.13.4	Reception of the RRCResume by the UE
The UE shall:
1>	stop timer T319;
1>	if the RRCResume includes the fullConfig:
2>	perform the full configuration procedure as specified in 5.3.5.11;
1>	else:
2>	restore the PDCP state and , reset COUNT value and re-establish PDCP entities for SRB2 and all DRBs;
2>	restore the cellGroupConfig from the stored UE AS context;
2>	if drb-ContinueROHC is included:
3>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
3>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
2>	else:
3>	indicate to lower layers that stored UE AS context is used;
3>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
1>	discard the fullI-RNTI, shortI-RNTI and the stored UE AS context, except ran-NotificationAreaInfo;
1>	if the RRCResume includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
Editor’s Note: FFS Whether it is supported to configure secondaryCellGroup at Resume.
1>	if the RRCResume includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
Editor’s Note: FFS Whether there needs to be a second radioBearerConfig.
1>	resume SRB2 and all DRBs;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1> stop timer T320, if running;
1>	if the RRCResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	resume measurements if suspended;
Editor’s Note: FFS Whether there is a need to define UE actions related to access control timers (equivalent to T302, T303, T305, T306, T308 in LTE). For example, informing upper layers if a given timer is not running.
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of the of RRCResumeComplete message as follows:
2>  if the upper layer provides NAS PDU, set the dedicatedInfoNAS to include the information received from upper layers; 
2>	if the masterCellGroupConfig contains the reportUplinkTxDirectCurrent:
3> include the uplinkTxDirectCurrentList;
1>	submit the RRCResumeComplete message to lower layers for transmission;
1>	the procedure ends.




END OF CHANGES


[bookmark: _Hlk503385553]START OF CHANGES
[bookmark: _Toc494149838]
–	RadioBearerConfig
The IE RadioBearerConfig is used to add, modify and release signalling and/or data radio bearers. Specifically, this IE carries the parameters for PDCP and, if applicable, SDAP entities for the radio bearers.
RadioBearerConfig information element
-- ASN1START
-- TAG-RADIO-BEARER-CONFIG-START

RadioBearerConfig ::=					SEQUENCE {
	srb-ToAddModList						SRB-ToAddModList										OPTIONAL,	-- Cond HO-Conn
	srb3-ToRelease							ENUMERATED{true}										OPTIONAL,	-- Need N
	drb-ToAddModList						DRB-ToAddModList										OPTIONAL,	-- Cond HO-toNR
	drb-ToReleaseList						DRB-ToReleaseList										OPTIONAL,	-- Need N
	securityConfig 							SecurityConfig											OPTIONAL,	-- Need M
	...
}

SRB-ToAddModList ::=					SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod
SRB-ToAddMod ::=						SEQUENCE {
	srb-Identity							SRB-Identity,
	reestablishPDCP							ENUMERATED{true}										OPTIONAL, 	-- Need N
	discardOnPDCP                           ENUMERATED{true}										OPTIONAL,	-- Need N
	pdcp-Config								PDCP-Config												OPTIONAL,	-- Cond PDCP
	...
}


DRB-ToAddModList ::=					SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=						SEQUENCE {
	cnAssociation							CHOICE {
		eps-BearerIdentity						INTEGER (0..15),									-- EPS-DRB-Setup
		sdap-Config								SDAP-Config											-- 5GC
	} 										OPTIONAL, -- Cond DRBSetup
	drb-Identity							DRB-Identity,
	reestablishPDCP							ENUMERATED{true}										OPTIONAL, 	-- Need N
	recoverPDCP								ENUMERATED{true}										OPTIONAL, 	-- Need N
	pdcp-Config								PDCP-Config												OPTIONAL,	-- Cond PDCP
	...
}
DRB-ToReleaseList ::=					SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

SecurityConfig ::=						SEQUENCE {	
	securityAlgorithmConfig					SecurityAlgorithmConfig									OPTIONAL,	-- Cond RBTermChange
	keyToUse								ENUMERATED{master, secondary}								OPTIONAL,	-- Cond RBTermChange
	...}



-- TAG-RADIO-BEARER-CONFIG-STOP
-- ASN1STOP


	DRB-ToAddMod field descriptions

	cnAssociation
Indicates if the bearer is associated with the eps-bearerIdentity (when connected to EPC) or sdap-Config (when connected to 5GC).

	drb-Identity
In case of DC, the DRB identity is unique within the scope of the UE, i.e. an MCG DRB cannot use the same value as a split DRB. For a split DRB the same identity is used for the MCG and SCG parts of the configuration.

	eps-BearerIdentity
The EPS bearer ID determines the EPS bearer when NR connects to EPC using EN-DC

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to TRUE whenever the security key used for this radio bearer changes Key change could for example be due to termination point change for the bearer, reconfiguration with sync, resuming an RRC connection, or the first reconfiguration after RRC connection reestablishment.  It is also applicable for LTE procedures when NR PDCP is configured.  . It may only be set if the cell groups of all linked logical channels are reset or released.

	recoverPDCP 
Indicates that PDCP should perform recovery according to TS38.323.

	sdap-Config
The SDAP configuration determines how to map QoS flows to DRBs when NR connects to the 5GC and presence/absence of UL/DL SDAP headers.



	RadioBearerConfig field descriptions

	securityConfig
Indicates the security algorithm and key to use for the signalling and data radio bearers configured with the list in this radioBearerConfig When the field is not included, the UE shall continue to use the currently configured keyToUse and security algorithm for the radio bearers reconfigured with the lists in this radioBearerConfig.

	srb3-ToRelease
Release SRB3. SRB3 release can only be done at SCG release and reconfiguration with sync.



	SecurityConfig field descriptions

	

	keyToUse
Indicates if the bearers configured with the list in this radioBearerConfig is using the master keyor the secondary key for deriving ciphering and/or integrity protection keys. For EN-DC, network should not configure SRB1 and SRB2 with secondary key and SRB3 with the master key. When the field is not included,  the UE shall continue to use the currently configured keyToUse for the radio bearers reconfigured with the lists in this radioBearerConfig. If EN-DC is not configured, this field is set to master.

	

	

	securityAlgorithmConfig
Indicates the security algorithm for the signalling and data radio bearers configured with the list in this radioBearerConfig. When the field is not included, the UE shall continue to use the currently configured security algorithm for the radio bearers reconfigured with the lists in this radioBearerConfig.



	SRB-ToAddMod field descriptions

	discardOnPDCP 
Indicates that PDCP should discard stored SDU and PDU according to TS38.323.

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to TRUE whenever the security key used for this radio bearer changes. Key change could for example be due to reconfig with sync, and for SRB2 when resuming an RRC connection the first reconfiguration after RRC connection reestablishment in NR.  For LTE SRBs using NR PDCP, it could be for handover, RRC connection reestablishment or resume.  , resuming an RRC connection, or the first reconfiguration after reestablishment. It may only be set if the cell groups of all linked logical channels are reset or released.

	srb-Identity
Value 1 is applicable for SRB1 only. Value 2 is applicable for SRB2 only. Value 3 is applicable for SRB3 only.



	Conditional Presence
	Explanation

	RBTermChange
	The field is mandatory present in case of set up of signalling and data radio bearer and change of termination point for the radio bearer between MN and SN. It is optionally present otherwise, Need S.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup or corresponding RB is reconfigured with NR PDCP; otherwise the field is optionally present, need M.

	DRBSetup
	The field is mandatory present if the corresponding DRB is being setup; otherwise the field is optionally present, need M.

	interSystemHO
	This field is mandatory present in case of inter system handover, and optionally present in case of NG based HO. Otherwise, the field is absent.

	HO-Conn
	The field is mandatory present in case of inter-system handover from E-UTRA (connected to EPC) to E-UTRA (connected to 5GC) or NR, or when the fullConfig is included in the RRCReconfiguration message, or in case of RRCSetup; otherwise the field is optionally present, need N. Upon RRCSetup, only SRB1 can be present.

	HO-toNR
	The field is mandatory present in case of inter-system handover from E-UTRA (connected to EPC) to E-UTRA (connected to 5GC) or NR, or when the fullConfig is included in the RRCReconfiguration message. In case of RRCSetup and RRCReestablishment, the field is not present; otherwise the field is optionally present, need N.





END OF CHANGES






START OF CHANGES

–	RLC-BearerConfig
The IE RLC-BearerConfig is used to configure an RLC entity, a corresponding logical channel in MAC and the linking to a PDCP entity (served radio bearer).
RLC-BearerConfig information element
-- ASN1START
-- TAG-RLC-BEARERCONFIG-START

RLC-BearerConfig ::=						SEQUENCE {
	logicalChannelIdentity						LogicalChannelIdentity,
	servedRadioBearer							CHOICE {
		srb-Identity								SRB-Identity,
		drb-Identity								DRB-Identity
	}																											OPTIONAL,	-- Cond LCH-SetupOnly

	reestablishRLC								ENUMERATED {true}												OPTIONAL, 	-- Need N
	rlc-Config									RLC-Config														OPTIONAL,	-- Cond LCH-Setup

	mac-LogicalChannelConfig					LogicalChannelConfig											OPTIONAL,	-- Cond LCH-Setup
	...	
}

-- TAG-RLC-BEARERCONFIG-STOP
-- ASN1STOP

	RLC-BearerConfig field descriptions

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer.

	servedRadioBearer
Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling restrictions ('moreThanOneRLC' in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.

	reestablishRLC
Indicates that RLC should be re-established. Network sets this to TRUE whenever the security key used for the radio bearer assocaited with this RLC entity changes. For SRB2 and DRBs, it is also set to TRUE during the resumption of the RRC connection or the first reconfiguration after reestablishment. 




	Conditional Presence
	Explanation

	LCH-Setup
	This field is mandatory present, Need M, upon creation of a new logical channel. It is optionally presentotherwise.

	LCH-SetupOnly
	This field is mandatory present, Need M, upon creation of a new logical channel. It is absent otherwise.







END OF CHANGES
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