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	Reason for change:
	Support of FeCoMP in TS 36.306.

	
	

	Summary of change:
	The following changes are introduced: 

Based on the LTE UE feature list LS R2-1813308 from RAN1, the below capabilities are added for this feature, which are reported per-band in a band combination:

· a new capability field ‘qcl-TypeC-Operation-r15’ which indicates the support of the below:

· Support of QCL type C operation 

· Support of separate PDSCH RE mapping indication for different CWs. 
· Support of new DMRS port to MIMO layer mapping
· a new capability field ‘qcl-CRI-BasedCSI-reporting-r15’ which indicates the support of CSI feedback for non-coherent joint transmission using CRI based reporting 
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First change

4.3.34
Inter-RAT Parameters NR

4.3.34.1
en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 36.331 [5] and TS 38.331 [32].

4.3.34.2
supportedBandListNR-r15
Only applicable if the UE supports NR. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34].

4.3.X
FeCoMP Parameters 

4.3.x.1
qcl-CRI-BasedCSI-Reporting-r15
This field indicates whether the UE supports CRI based CSI feedback for the FeCoMP feature as specified in TS 36.213 [23, 7.1.10].
4.3.x.2
qcl-TypeC-Operation-r15
This field indicates the support of the following three UE features: QCL Type-C operation for FeCoMP, the capability to support separate PDSCH RE mapping for different PDSCH CWs in non-coherent joint transmission and the capability to support handling new DMRS port to MIMO layer mapping for the CWs, as specified in TS 36.213 [23, 7.1.10]. The UE includes this field only when all three features are supported by the UE.
