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	Reason for change:
	The current specification constructs and submits end marker control PDU to default DRB during flow remapping as long as there is no stored QoS flow to DRB mapping for the QoS flow and default DRB is configured. Per previous agreement, if a DRB is not configured with SDAP header, the end marker cannot be transmitted. This CR adds a note to clarify the default DRB should always be configured with UL SDAP header.

	
	

	Summary of change:
	1. Capture a note to clarify default DRB is always configured with UL SDAP header.

Impact Analysis:
Impacted functionality:
QoS flow to DRB mapping

Interoperability issue:
[bookmark: _Hlk495391820]No interoperability issue foreseen. 


	
	

	Consequences if not approved:
	1. It is not clear default DRB is always configured with UL SDAP header.
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[bookmark: _Toc517226691][bookmark: _Toc517226694]5.2.1	Uplink
At the reception of an SDAP SDU from upper layer for a QoS flow, the transmitting SDAP entity shall:
-	if there is no stored QoS flow to DRB mapping rule for the QoS flow as specified in the subclause 5.3:
-	map the SDAP SDU to the default DRB;
-	else:
-	map the SDAP SDU to the DRB according to the stored QoS flow to DRB mapping rule;
-	if the DRB to which the SDAP SDU is mapped is configured by RRC [3] with the presence of SDAP header, 
-	construct the UL SDAP data PDU as specified in the subclause 6.2.2.3;
-	else: 
-	construct the UL SDAP data PDU as specified in the subclause 6.2.2.1; 
-	submit the constructed UL SDAP data PDU to the lower layers.
NOTE 1:	UE behaviour is not defined if there is neither a default DRB nor a stored QoS flow to DRB mapping rule for the QoS flow.

NOTE 2: 	Default DRB is always configured with UL SDAP header [3].
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