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	Reason for change:
	In the last RAN2 AH#1807 meeting, in the main session, it has been agreed:

· Support configuring dedicated BWP (via either option 1 or option 2) in Msg4 for all cases (initial access, resume and re-establishment). This is applicable to PCells only.
· In all cases, UE does BWP switching immediately upon acting on the RRC (re)configuration. This is applicable to SpCells only.
· Support switching SpCell BWP or reconfiguring SpCell BWP without RRC reconfiguration with sync. PSCell addition or change still requires reconfig with sync.

In the latest MAC specification (TS 38.321 v15.2.0), it’s observed that the first active BWP is active only upon addition of SpCell or activation of SCell. In our understanding, addition of SpCell or activation of SCell does not include all the cases as agreed.


	
	

	Summary of change:
	In 5.9, add a sentence that the first BWP (if configured) is activated upon activation of SCell;
In 5.15, update the general description so that it covers all cases as agreed.

Impact analysis
Impacted functionality:
BWP operation

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, it may cause ambiguity from the UE which BWP to use when the SpCell is (re-)configured or SCell is activated;
2. If the UE is implemented according to the CR and the network is not, it may cause ambiguity for the gNB whether to transmit on the previous active BWP or on the first active BWP indicated by RRC when SpCell is (re-)configured or SCell is activated..

	
	

	Consequences if not approved:
	The first active BWP does not work for all the cases as agreed
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	5.9; 5.15
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[bookmark: _Toc517229817][bookmark: _Toc517229823]5.9	Activation/Deactivation of SCells
If the MAC entity is configured with one or more SCells, the network may activate and deactivate the configured SCells. Upon configuration of an SCell, the SCell is deactivated.
The configured SCell(s) is activated and deactivated by:
-	receiving the SCell Activation/Deactivation MAC CE described in subclause 6.1.3.10;
-	configuring sCellDeactivationTimer timer per configured SCell (except the SCell configured with PUCCH, if any): the associated SCell is deactivated upon its expiry.
The MAC entity shall for each configured SCell:
1>	if an SCell Activation/Deactivation MAC CE is received activating the SCell:
2>	activate the SCell according to the timing defined in TS 38.213 [6]; i.e. apply normal SCell operation including:
3>	SRS transmissions on the SCell;
3>	CSI reporting for the SCell;
3>	PDCCH monitoring on the SCell;
3>	PDCCH monitoring for the SCell;
3>	PUCCH transmissions on the SCell, if configured.
2> if the SCell was deactivated prior to receiving this SCell Activation/Deactivation MAC CE:
3>	activate the DL BWP and UL BWP indicated by firstActiveDownlinkBWP-Id and firstActiveUplinkBWP-Id respectively;
2>	start or restart the sCellDeactivationTimer associated with the SCell in the slot when the SCell Activation/Deactivation MAC CE was received;
2>	(re-)initialize any suspended configured uplink grants of configured grant Type 1 associated with this SCell according to the stored configuration, if any, and to start in the symbol according to rules in subclause 5.8.2;
2>	trigger PHR according to subclause 5.4.6.
1>	else if an SCell Activation/Deactivation MAC CE is received deactivating the SCell; or
1>	if the sCellDeactivationTimer associated with the activated SCell expires:
2>	deactivate the SCell according to the timing defined in TS 38.213 [6];
2>	stop the sCellDeactivationTimer associated with the SCell;
2>	stop the bwp-InactivityTimer associated with the SCell;
2>	clear any configured downlink assignment and any configured uplink grant Type 2 associated with the SCell respectively;
2>	suspend any configured uplink grant Type 1 associated with the SCell;
2>	flush all HARQ buffers associated with the SCell.
1>	if PDCCH on the activated SCell indicates an uplink grant or downlink assignment; or
1>	if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant or a downlink assignment for the activated SCell; or
1>	if a MAC PDU is transmitted in a configured uplink grant or received in a configured downlink assignment:
2>	restart the sCellDeactivationTimer associated with the SCell.
1>	if the SCell is deactivated:
2>	not transmit SRS on the SCell;
2>	not report CSI for the SCell;
2>	not transmit on UL-SCH on the SCell;
2>	not transmit on RACH on the SCell;
2>	not monitor the PDCCH on the SCell;
2>	not monitor the PDCCH for the SCell;
2>	not transmit PUCCH on the SCell.
HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell and PUCCH SCell interruptions due to SCell activation/deactivation in TS 38.133 [11].
When SCell is deactivated, the ongoing Random Access procedure on the SCell, if any, is aborted.

5.15	Bandwidth Part (BWP) operation
In addition to clause 12 of TS 38.213 [6], this subclause specifies requirements on BWP operation.
A Serving Cell may be configured with one or multiple BWPs, and the maximum number of BWP per Serving Cell is specified in TS 38.213 [6].
The BWP switching for a Serving Cell is used to activate an inactive BWP and deactivate an active BWP at a time. The BWP switching is controlled by the PDCCH indicating a downlink assignment or an uplink grant, by the bwp-InactivityTimer, by RRC signalling, or by the MAC entity itself upon initiation of Random Access procedure. Upon RRC (re-)configuration of firstActiveDownlinkBWP-Id and/or firstActiveUplinkBWP-Id for SpCell addition of SpCell or activation of an SCell, the DL BWP and/orand UL BWP indicated by firstActiveDownlinkBWP-Id and/orand firstActiveUplinkBWP-Id respectively (as specified in TS 38.331 [5]) is active without receiving PDCCH indicating a downlink assignment or an uplink grant. The active BWP for a Serving Cell is indicated by either RRC or PDCCH (as specified in TS 38.213 [6]). For unpaired spectrum, a DL BWP is paired with a UL BWP, and BWP switching is common for both UL and DL.
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