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	Reason for change:
	In RAN2#103, it is agreed that
Agreement:
1. Packet duplication does not apply to transmission with Rel.14 transmission format. Invite the associated CR next meeting. Invite the associated CR next meeting.
Which has not been captured in specification.

	
	

	Summary of change:
	Clarify the agreement in stage-2 specification.

Impact analysis
Impacted functionality:
Packet duplication
	
Inter-operability: 
If the UE is implemented according to this CR but the network is not, there is no inter-operability problem.
[bookmark: _GoBack]If the network is implemented according to this CR but the UE is not, there is no inter-operability problem.


	
	

	Consequences if not approved:
	There is ambiguity on the combination of Rel-14 transmission format and duplication.
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	Other comments:
	Since the final version is not available, this CR is based on the draft version.
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[bookmark: _Toc510531476]
[bookmark: _Toc518705530]23.14.1.1	Support for V2X sidelink communication
<Text Removed> 
Sidelink packet duplication is supported for V2X sidelink communication and is performed at PDCP layer of the UE. For sidelink packet duplication for transmission, a PDCP PDU is duplicated at the PDCP entity. The duplicated PDCP PDUs of the same PDCP entity are submitted to two different RLC entities and associated to two different sidelink logical channels respectively. The duplicated PDCP PDUs of the same PDCP entity are only allowed to be transmitted on different sidelink carriers. A UE can activate or deactivate sidelink packet duplication based on (pre)configuration. Sidelink packet duplication does not apply to transmission with Rel-14 transmit profile (3GPP TS 23.285 [72]). The PPPR value(s) for which sidelink packet duplication is supported can be (pre)configured via a PPPR threshold. For UE autonomous resource selection and scheduled resource allocation, the UE shall perform sidelink packet duplication for the data with the configured PPPR value(s) until packet duplication is deconfigured for these PPPR value(s). For scheduled resource allocation, the UE reports the amount of data associated with one or more PPPR values, and the destination(s) to which the data belongs via sidelink BSR(s). A mapping of PPPR values to logical channel groups can be configured by the eNB, and the PPPR value(s) are reflected by the associated logical channel group ID included in the sidelink BSR(s). A list of PPPR value(s) may be reported in Sidelink UE information by an RRC_CONNECTED UE. 
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