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	Reason for change:
	In subclause 5.3.12, PUCCH-CSI-Resources onfigured in CSI-ReportConfig and SchedulingRequestResourceConfig instances configured in PUCCH-Config have been released upon receiving a PUCCH release request from lower layers. However, there are other PUCCH resources configured for other purposes (e.g. HARQ feedback) or in other places (i.e. configured in multi-CSI-PUCCH-ResourceList) not being released. 

	
	

	Summary of change:
	Release all PUCCH resource instances configured in PUCCH-Config upon receiving a PUCCH release request from lower layers.
Impact analysis

Impacted functionality:

None
Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, there is a misalignment between the UE and the network. Upon TAT expiry, the network may think the UE will not release some PUCCH resources but the UE will release all PUCCH resources; 

2.
If the network is implemented according to this CR but the UE is not, there is a misalignment between the UE and the network. Upon TAT expiry, the network may think the UE will release all PUCCH resources but the UE only releases a part of PUCCH resources.

	
	

	Consequences if not approved:
	Some PUCCH resource instances configured in PUCCH-Config will not be released by the UE upon receiving a PUCCH release request from lower layers.
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5.3.12
UE actions upon PUCCH/SRS release request

Upon receiving a PUCCH release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:
1>
release  PUCCH-Resource instances configured in PUCCH-Config;


Upon receiving an SRS release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:

1>
release SRS-Resource instances configured in SRS-Config.
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