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	Reason for change:
	1. The IE PDCCH-ConfigSIB1 is to configure CORESET#0 and search space #0. As discussed for basic BWP operation, for option-2 operation, the bandwidth for the initial DL BWP can be different from that of CORESET#0. Therefore, it is not correct to describe “The IE PDCCH-ConfigSIB1 is used to configure the initial DL BWP”.
2. It should be clarified that controlResourceSetZero and searchSpaceZero are with ID #0. It is not exactly correct to say controlResourceSetZero and searchSpaceZero are of the initial DL BWP, as they can be used in any DL BWP as clarified elsewhere. Furthermore, the initial DL BWP may be configured with other common CORESET than CORESET#0.


	
	

	Summary of change:
	1. Change the description of IE PDCCH-ConfigSIB1 to “The IE PDCCH-ConfigSIB1 is used to configure CORESET#0 and search space#0”;
2. In the field description of controlResourceSetZero, change “Determines a common ControlResourceSet (CORESET) of initial DL BWP” to “Determines a common ControlResourceSet (CORESET) with ID #0”. In the field description of searchSpaceZero, change “Determines a common search space of initial DL BWP” to “Determines a common search space with ID #0”.
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None
Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, there is no backward compatibility issue; 

2.
If the network is implemented according to this CR but the UE is not, there is no possible backward compatibility issue.
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	The descriptions for IE PDCCH-ConfigSIB1 remain incorrect.
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	CHANGE START


–
PDCCH-ConfigSIB1
The IE PDCCH-ConfigSIB1 is used to configure CORESET#0 and search space#0.

PDCCH-ConfigSIB1 information element

-- ASN1START

-- TAG-PDCCH-CONFIGSIB1-START

PDCCH-ConfigSIB1 ::=



SEQUENCE {


controlResourceSetZero



ControlResourceSetZero,


searchSpaceZero





SearchSpaceZero

}

-- TAG-PDCCH-CONFIGSIB1-STOP

-- ASN1STOP

	PDCCH-ConfigSIB1 field descriptions

	controlResourceSetZero
Corresponds to the 4 MSB RMSI-PDCCH-Config in TS 38.213 [13], section 13. Determines a common ControlResourceSet (CORESET) with ID #0.

	searchSpaceZero
Corresponds to 4 LSB of RMSI-PDCCH-Config in TS 38.213 [13], section 13. Determines a common search space with ID #0.
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