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	Reason for change:
	There is an Editor’s Note that it is “FFS How to handle simultaneous NAS triggered events and AS triggered events (except TAU and RNAU, which has been explicitly agreed).”. 
For simultaneous TAU and RNAU, it was already agreed to use TAU as the trigger for the resume procedure. For other NAS triggered events, following the same behavior is preferable since recovery from timeout/procedure failure takes longer at NAS and should be avoided.

	
	

	Summary of change:
	Remove the Editor’s Note on handling of simultaneous NAS and AS triggered events. The current structure of the procedure already gives higher priority to NAS triggers.

[bookmark: _Hlk510019672]Impact analysis (SA)
Impacted functionality:
Resume procedure for NAS and AS triggered events

Inter-operability:
No inter-operability issues

	
	

	Consequences if not approved:
	Handling of simultaneous NAS and AS triggered events will be unresolved.
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[bookmark: _Toc502484285]Start of changes
[bookmark: _Toc524434352][bookmark: _Toc524434551][bookmark: _Hlk525595909]5.3.13.8	RNA update
Upon entering RRC_INACTIVE state, the UE shall:
1>	if T380 expires; or
1>	if upon cell reselection the UE enters an RNA not belonging to the configured ran-NotificationAreaInfo:
2>	if upper layers request resumption of an RRC connection;
3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set in accordance with the information received from upper layers;
2>	else:
3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set to ‘rna-Update’;
Editor’s Note: FFS How to handle simultaneous NAS triggered events and AS triggered events (except TAU and RNAU, which has been explicitly agreed).
1> if barring is alleviated for Access Category [the standardised RAN specific access category], as specified in 5.3.14.4:
Editor’s Note: Which value to use for the standardised RAN specific access category needs to be confirmed by SA1.
2>	if upper layers do not request RRC the resumption of an RRC connection, and
2>	if the variable pendingRnaUpdate is set to 'TRUE':
3> set the variable pendingRnaUpdate to 'FALSE';
[bookmark: _GoBack]3>	initiate RRC connection resume procedure in 5.3.13.2 with cause value set to ‘rna-Update’.
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