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[bookmark: _Toc524434776][bookmark: _Toc503260720][bookmark: _Toc510018741]–	VarResumeMAC-Input
The UE variable VarResumeMAC-Input specifies the input used to generate the resumeMAC-I during RRC Connection Resume procedure.
VarResumeMAC-Input variable
-- ASN1START
-- TAG-VAR-RESUMEMACINPUT-START

VarResumeMAC-Input  ::=     SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value,
	plmn-Identity							PLMN-Identity
 

}

-- TAG-VAR-RESUMEMACINPUT-STOP
-- ASN1STOP

Editor’s Note: FFS Additional input to VarResumeMAC-Input (replay attacks mitigation).
	VarResumeMAC-Input field descriptions

	targetCellIdentity
Set to CellIdentity associated with the first PLMN-IdentityInfo in the PLMN-IdentityInfoList in SIB1 of the target cell i.e. the cell the UE is trying to resume.

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to suspension of the RRC connection.

	sourcePhysCellId
Set to the physical cell identity of the PCell the UE was connected to prior to suspension of the RRC connection.

	plmn-Identity
Set to the first plmn-Identity in the first PLMN-IdentityInfo in the PLMN-IdentityInfoList in SIB1 of the target cell.


[bookmark: _Toc524434777]–	VarShortMAC-Input
The UE variable VarShortMAC-Input specifies the input used to generate the shortMAC-I during RRC Connection Reestablishment procedure.
VarShortMAC-Input variable
-- ASN1START
-- TAG-VAR-SHORTMACINPUT-START

VarShortMAC-Input   ::=                 SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value,
	plmn-Identity							PLMN-Identity

}

-- TAG-VAR- SHORTMACINPUT-STOP
-- ASN1STOP

	VarShortMAC-Input field descriptions

	targetCellIdentity
Set to CellIdentity associated with the first PLMN-IdentityInfo in the PLMN-IdentityInfoList in SIB1 of the target cell i.e. the cell the UE is trying to reestablish the connection.

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to the reestablishment.

	sourcePhysCellId
Set to the physical cell identity of the PCell the UE was connected to prior to the RRC connection.

	plmn-Identity
Set to the first plmn-Identity in the first PLMN-IdentityInfo in the PLMN-IdentityInfoList in SIB1 of the target cell.
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