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	Reason for change:
	Current UE behavior upon barring alleviation when barring was triggered by reception of a wait timer T302 in RRCReject is not consistent when alleviation is caused by the stop of the timer compared to the case when barring alleviation is caused by the expiry of the timer.


	
	

	Summary of change:
	Upon cell reselection while T302 is running, barring is alleviated and UE triggers a pending RNA update procedure, if any.

Impact Analysis:
If the UE implements the change but the NW does not, it should not be any problem. Network will process a pending RNA update in the smilar manner.

If the NW implements the change but the UE does not, there will be no major impact. Network will process a NAS recovery in the same way.


	
	

	Consequences if not approved:
	Inconsistent UE behavior upon barring alleviation triggered by the stop of T302 (e.g. due to cell reselection) or the expiry of T302. Current specification may also require changes to the NAS specification to handle the case where lower layers indicate barring alleviation and a transition to RRC_IDLE.
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[bookmark: _Toc524434266]5.3	Connection control
[bookmark: _Toc524434344][bookmark: _Toc510018512]5.3.13	RRC connection resume
[bookmark: _Toc524434350][bookmark: _GoBack]5.3.13.6	Cell re-selection while T319 or T302 is running
The UE shall:
1>	if cell reselection occurs while T319 or T302 is running:
2>	if timer T319 is running:
32>	set the variable pendingRnaUpdate to 'FALSE', if that is set to TRUE;
32>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause ‘RRC Resume failure’.
[bookmark: _Toc524434352]2>	else:
3>	stop timer T302;
[bookmark: historyclause]
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