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5.3.13.4
Reception of the RRCResume by the UE

The UE shall:

1>
stop timer T319;
1> set the variable pendingRnaUpdate to 'FALSE';
1>
if the RRCResume includes the fullConfig:

2>
perform the full configuration procedure as specified in 5.3.5.11;

1>
else:

2>
restore the PDCP state and reset COUNT value for SRB2 and all DRBs;

2>
restore the cellGroupConfig from the stored UE AS context; 
2>
indicate to lower layers that stored UE AS context is used;
1>
discard the fullI-RNTI, shortI-RNTI and the stored UE AS context, except ran-NotificationAreaInfo;

1>
if the RRCResume includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

Editor’s Note: FFS Whether it is supported to configure secondaryCellGroup at Resume.

1>
if the RRCResume includes the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

Editor’s Note: FFS Whether there needs to be a second radioBearerConfig.

1>
resume SRB2 and all DRBs;

1>
if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;

1> stop timer T320, if running;

1>
if the RRCResume message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
resume measurements if suspended;

Editor’s Note: FFS Whether there is a need to define UE actions related to access control timers (equivalent to T302, T303, T305, T306, T308 in LTE). For example, informing upper layers if a given timer is not running.

1>
enter RRC_CONNECTED;

1>
indicate to upper layers that the suspended RRC connection has been resumed;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of the of RRCResumeComplete message as follows:

2>  if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers; 

2> if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1; 

2>
if the masterCellGroupConfig contains the reportUplinkTxDirectCurrent:

3> include the uplinkTxDirectCurrentList;

1>
submit the RRCResumeComplete message to lower layers for transmission;

1>
the procedure ends.
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