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	Reason for change:
	According to RAN2 specification, the value range for RSRQ-Range is (0..127). However in RAN4 specification (draft_38133-f30), the value range is (0..126):

Table 10.1.11.1-1: SS-RSRQ measurement report mapping

Reported value

Measured quantity value

Unit

SS-RSRQ_0
SS-RSRQ<-43
dB
SS-RSRQ_1
-43≤ SS-RSRQ<-42.5
dB
SS-RSRQ_2
-42.5≤ SS-RSRQ<-42
dB
SS-RSRQ_3
-42≤ SS-RSRQ<-41.5
dB
SS-RSRQ_4
-41.5≤ SS-RSRQ<-41
dB
..

..

…

SS-RSRQ_122
17.5≤ SS-RSRQ<18
dB
SS-RSRQ_123
18≤ SS-RSRQ<18.5
dB
SS-RSRQ_124
18.5≤ SS-RSRQ<19
dB
SS-RSRQ_125
19≤ SS-RSRQ<19.5
dB
SS-RSRQ_126
19.5≤ SS-RSRQ<20
dB
They are inconsistent. Considering backward compatibility, the value range can not be changed. But some description is needed to indicate that the value 127 is invalid.


	
	

	Summary of change:
	Indicate that the value 127 for RSRQ-Range is invalid.
Impact Analysis

Impacted functionality:

RRM measurement
Inter-operability:

If the network is implemented according to the CR and the UE is not, there is no interoperability issue. 

If the UE is implemented according to the CR and the network is not, there is no interoperability issue.



	
	

	Consequences if not approved:
	The meaning is unspecified when the value 127 is set.
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	Other comments:
	This CR is based on Draft_38331-f30_v4.doc


6.3.2
Radio resource control information elements

************** Partial ommited*************
–
RSRQ-Range
The IE RSRQ-Range specifies the value range used in RSRQ measurements and thresholds. Integer value for RSRQ measurements is according to mapping table in TS 38.133 [14]. The value 127 is invalid.
RSRQ-Range information element

-- ASN1START

-- TAG-RSRQ-RANGE-START

RSRQ-Range ::=                      INTEGER(0..127)

-- TAG-RSRQ-RANGE-STOP

-- ASN1STOP

