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	Reason for change:
	The current text on the handling of FDD/TDD capability difference is not entirely clear and it does not refer to the handling of FR1 / FR2 difference.

	
	

	Summary of change:
	The handling of FDD/TDD and FR1/FR2 capability differences is clarified using the exact field names.

	
	

	Consequences if not approved:
	It is not entirely clear how FDD/TDD and FR1/FR2 UE capability differences should be signalled.
Impact Analysis:

Impacted functionality:
UE capability signalling of FDD/TDD and FR1/FR2 differences.
Inter-operability:

1. If the network is implemented according to the CR and the UE is not, the UE may not signal the UE capability correctly, which may be misinterpreted by the network.
2. If the UE is implemented according to the CR and the network is not, the network may misinterpret the UE capability.
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4.2.1
Introduction

 Some of the UE capability parameters can be signalled differently between FDD and TDD, and between FR1 and FR2. The following principles are applied.
For UE-MRDC-Capability:

· generalParametersMRDC-XDD-Diff is included in UE-MRDC-CapabilityAddXDD-Mode when at least one of the UE capabilities defined therein is different between FDD and TDD or the UE supports either FDD or TDD, otherwise it is included in generalParametersMRDC.

· measParametersMRDC-XDD-Diff is included in UE-MRDC-CapabilityAddXDD-Mode when at least one of the UE capabilities defined therein is different between FDD and TDD or the UE supports either FDD or TDD, otherwise it is included in measParametersMRDC.

· measAndMobParametersMRDC-FRX-Diff is included in UE-MRDC-CapabilityAddFRX-Mode when at least one of the UE capabilities defined therein is different between FR1 and FR2 or the UE supports either FR1 or FR2, otherwise it is included in measAndMobParametersMRDC.
For UE-NR-Capability:

· mac-ParametersXDD-Diff is included in UE-NR-CapabilityAddXDD-Mode when at least one of the UE capabilities defined therein is different between FDD and TDD or the UE supports either FDD or TDD, otherwise it is included in mac-Parameters.

· phy-ParametersXDD-Diff is included in UE-NR-CapabilityAddXDD-Mode when at least one of the UE capabilities defined therein is different between FDD and TDD or the UE supports either FDD or TDD, otherwise it is included in phy-Parameters.

· phy-ParametersFRX-Diff is included in UE-NR-CapabilityAddFRX-Mode when at least one of the UE capabilities defined therein is different between FR1 and FR2 or the UE supports either FR1 or FR2, otherwise it is included in phy-Parameters.

· measAndMobParametersXDD-Diff is included in UE-NR-CapabilityAddXDD-Mode when at least one of the UE capabilities defined therein is different between FDD and TDD or the UE supports either FDD or TDD, otherwise it is included in measAndMobParameters.

· measAndMobParametersFRX-Diff is included in UE-NR-CapabilityAddFRX-Mode when at least one of the UE capabilities defined therein is different between FR1 and FR2 or the UE supports either FR1 or FR2, otherwise it is included in measAndMobParameters.
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