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	Reason for change:
	The parameters in the IE SRS-TPC-CommandConfig are defined as optional with conditional code “Cond Setup”. But there is no define on what is “Cond Setup”.


	
	

	Summary of change:
	Define the conditional code for the parameters in the IE SRS-TPC-CommandConfig.
This change is based on draft 38.331-f30.
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6.3.2
Radio resource control information elements
<Cut to the next change>
–
SRS-TPC-CommandConfig
The IE SRS-TPC-CommandConfig is used to configure the UE for extracting TPC commands for SRS from a group-TPC messages on DCI

SRS-TPC-CommandConfig information element

-- ASN1START

-- TAG-SRS-TPC-COMMANDCONFIG-START

SRS-TPC-CommandConfig ::=        SEQUENCE {

    startingBitOfFormat2-3              INTEGER (1..31)                                     OPTIONAL,   -- Cond Setup

    fieldTypeFormat2-3                  INTEGER (0..1)                                      OPTIONAL,   -- Cond Setup

    ...,

    [[

    startingBitOfFormat2-3SUL-v1530     INTEGER (1..31)                                     OPTIONAL    -- Cond Setup-SUL
    ]]

}

-- TAG-SRS-TPC-COMMANDCONFIG-STOP

-- ASN1STOP

	SRS-TPC-CommandConfig field descriptions

	fieldTypeFormat2-3

The type of a field within the group DCI with SRS request fields (optional), which indicates how many bits in the field are for SRS request (0 or 2). 

Note that for Type A, there is a common SRS request field for all SCells in the set, but each SCell has its own TPC command bits. See TS 38.212. (see 38.212, 38.213, section 7.3.1, 11.3)

	startingBitOfFormat2-3

The starting bit position of a block within the group DCI with SRS request fields (optional) and TPC commands (see 38.212, 38.213, section 7.3.1, 11.3).

	startingBitOfFormat2-3SUL

The starting bit position of a block within the group DCI with SRS request fields (optional) and TPC commands for SUL carrier (see 38.212, 38.213, section 7.3.1, 11.3).


	Conditional Presence
	Explanation

	Setup
	This field is mandatory present if SRS-TPC-CommandConfig is configured first time. It is optional, Need M, otherwise.

	Setup-SUL
	This field is mandatory present if SRS-TPC-CommandConfig is configured first time and this serving cell is configured with a supplementary uplink. It is optional, Need M, otherwise.


