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	Reason for change:
	RAN plenary meeting agreed that AS reflective QoS is an optional capability.   
· Separate RRC capability signaling for AS reflective QoS (i.e. decoupled from NAS reflective QoS)

When the DL SDAP header is configured due to the support of NAS reflective QoS, both the RQI and RDI are included. When the UE does not support AS reflective QoS capability, according to current procedures, the UE always performs reflective QoS flow to DRB mapping as specified in the subcause 5.3.2. instead, the UE should ignore the RDI in the SDAP header. 
Further the NAS reflective QoS is the 5GSM capability defined in TS 24. 501. When the DL SDAP header is configured due to the support of AS reflective QoS, both the RQI and RDI are included. When the UE does not support NAS reflective QoS capability, according to the current procedures, the UE always performs RQI handling as specified in the subcause 5.4. Instead, the UE should ignore the RQI in the SDAP header. 


	
	

	Summary of change:
	Make changes to the descriptions for DL data transfer. 

· The UE performs reflective QoS flow to DRB mapping only if it supports the AS reflective QoS.
· The UE performs RQI handlig only when it supports NAS refelctive QoS
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· If the UE is implemented according to this CR while the network is not, there is inter-operability issue
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5.2.2
Downlink

At the reception of an SDAP PDU from lower layers for a QoS flow, the receiving SDAP entity shall:

-
if the DRB from which this SDAP data PDU is received is configured by RRC (3GPP TS 38.331 [3]) with the presence of SDAP header:

-
perform reflective QoS flow to DRB mapping as specified in the subclause 5.3.2 if reflective QoS flow to DRB mapping is supported (as defined in [5]);

-
perform RQI handling as specified in the subclause 5.4 if NAS reflective QoS is supported (as defined in [6]);

-
retrieve the SDAP SDU from the DL SDAP data PDU as specified in the subclause 6.2.2.2.

-
else:

-
retrieve the SDAP SDU from the DL SDAP data PDU as specified in the subclause 6.2.2.1;

-
deliver the retrieved SDAP SDU to the upper layer.
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