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	Reason for change:
	For now, when cell reselection happens while T302 is running, UE goes to RRC_IDLE and performs NAS recovery procedure. However, it is not desirable for the UE NAS to perform recovery procedure in order to handle the exceptional case that occurred during resume procedure triggered by the UE AS itself.
Also, even if the UE receives the reject message with wait timer, the stored UE context is valid and the context is still in the anchor gNB. Thus, there is no problem for keeping the UE in RRC_INACTIVE and it is beneficial both for the UE and the network to stay RRC_INACTIVE as much as possible.

	
	

	Summary of change:
	UE behaviour upon cell re-selection while T302 is running is modified as follows:

· For a case when the variable pendingRnaUpdate is set to 'TRUE', the UE stay in RRC_INACTIVE and initiates RRC Resume procedure.
Impact Analysis
Impacted functionality:

RRC connection resume procedure
Inter-operability:

If the network is implemented according to the CR and the UE is not, there are no inter-operability issues.
If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.


	
	

	Consequences if not approved:
	The UE transits to RRC_IDLE and performs NAS recovery whenever a cell re-selection occurs while T302 is running even if the stored UE context is valid and the context is still in the anchor gNB.
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	Other comments:
	


5.3.13.6
Cell re-selection while T319 or T302 is running

The UE shall:

1>
if cell reselection occurs while T319 or T302 is running:

2>
if the variable pendingRnaUpdate is set to 'TRUE':
3> set the variable pendingRnaUpdate to 'FALSE';

3>
initiate RRC connection resume procedure in 5.3.13.2 with cause value set to ‘rna-Update’;
2>
else:

2>
set the variable pendingRnaUpdate to 'FALSE', if that is set to TRUE;

2>
perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause ‘RRC Resume failure’;
