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	Reason for change:
	As pointed out by RIL comment M211 the following procedure text in sub-clause 5.2.2.2.1 is not clear on what CellIdentity that the UE shall use in the comparison in case of NW sharing:
3>	if the stored SIB is cell specific and if valueTag and CellIdentity included in the SIB1 received from the serving cell is identical to the valueTag and CellIdentity associated with stored version of that SIB;
Since the CellIdentity can be configured per PLMN the specified text is confusing on the specific CellIdentity that the UE shall use in the comparison. For a cell specific SIB, a stored SIB may only be valid in the same cell as where it was received. In case of NW sharing, the UE should however not be required to check the validity against the CellIdentity of e.g. the first PLMN in the list, as is the case for an area specific SIB.

	
	

	Summary of change:
	It is clarified that a stored cell specific SIB is valid if it was received from the current serving cell, i.e. from the same cell as where the UE is currently located, as long as the same value tag is still the valid one.

Impact Analysis

Impacted functionality:
NR System Information.

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, no interoperability issues are foreseen.
2. If the UE is implemented according to the CR and the network is not, no interoperability issues are foreseen.

	
	

	Consequences if not approved:
	It is not clear how a UE shall determine that a stored cell specific SIB is valid in the serving cell in case of NW sharing.
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START OF FIRST CHANGE

[bookmark: _Toc525763104]5.2.2.2.1	SI validity
The UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 upon cell selection (e.g. upon power on), cell-reselection, return from out of coverage, after reconfiguration with sync completion, after entering the network from another RAT, upon receiving an indication that the system information has changed, upon receiving a PWS notification; whenever the UE does not have a valid version of a stored SI.
When the UE acquires a MIB or a SIB1 or a SI message in a serving cell as described in clause 5.2.2.3, the UE shall store the acquired SI. A version of the SI that the UE stored is no longer valid 3 hours after acquisition. The UE may use a valid stored version of the SI except MIB and SIB1 e.g. after cell re-selection, upon return from out of coverage or after the reception of SI change indication.
NOTE:	The storage and management of the stored SI in addition to the SI valid for the current serving cell is left to UE implementation.
The UE shall:
1>	delete any stored version of a SIB after 3 hours from the moment it was successfully confirmed as valid;
1>	for each stored version of a SIB:
2>	if the areaScope value of the stored version of the SIB is the same as the value received from the serving cell:
3>	if the stored SIB has an area scope and if the first PLMN-Identity included in the PLMN-IdentityInfoList, the systemInformationAreaID and the valueTag that are included in the SIB1 received from the serving cell are identical to the PLMN-Identity, the systemInformationAreaID and the valueTag associated with the stored version of that SIB; or
3>	if the stored SIB is cell specific and was received from this serving cell, and if the valueTag and CellIdentity included in the SIB1 received from the serving cell is identical to the valueTag and CellIdentity associated with the stored version of that SIB:;
4> consider the stored SIB as valid for the cell;
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