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5.6.21
Failure information

5.6.21.1
General
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Figure 5.6.21.1-1: Failure information

The purpose of this procedure is to inform E-UTRAN about a failure that the UE has experienced.

5.6.21.2
Initiation

A UE initiates the procedure to report failures when one of the following conditions is met:

1>
upon detecting radio link failure for an RLC entity, in accordance with 5.3.11.

Upon initiating the procedure, the UE shall:

1>
initiate transmission of the FailureInformation message in accordance with 5.6.21.3;

5.6.21.3
Actions related to transmission of FailureInformation message

When initiating the procedure according to 5.6.21.1, the UE shall set the contents of the FailureInformation message as follows:
1>
if the procedure is initiated to report radio link failure:

2>
set logicalChannelIdentity to the logical channel identity of the RLC entity;
2>
set cellGroupIndication to the cell group where the RLC entity is located;

2>
set failureType to the type of failure that has been detected;

The UE shall submit the FailureInformation message to lower layers for transmission.
6.2.2
Message definitions

<Cut until next modified section>

–
ULInformationTransferMRDC
The ULInformationTransferMRDC message is used for the uplink transfer of MR DC information (i.e. for the case the SCG employs another RAT e.g. for transferring the NR RRC Measurement Report message).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULInformationTransferMRDC message
-- ASN1START

ULInformationTransferMRDC-r15 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransferMRDC-r15


ULInformationTransferMRDC-r15-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

ULInformationTransferMRDC-r15-IEs ::=
SEQUENCE {


ul-DCCH-MessageNR-r15


OCTET STRING





OPTIONAL,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR

Includes the UL-DCCH-Message as defined in TS 38.331 [82]. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport and the NR RRC FailureInformation messages.
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