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	Reason for change:
	So far, for voice continuity, the support of voice capabilities in other RATs were introduced, e.g. 
IRAT-ParametersUTRA-v9c0 ::=

SEQUENCE {


voiceOverPS-HS-UTRA-FDD-r9





ENUMERATED {supported}

OPTIONAL,


voiceOverPS-HS-UTRA-TDD128-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToUTRA-FDD-r9



ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToGERAN-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToUTRA-TDD128-r9


ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToGERAN-r9



ENUMERATED {supported}

OPTIONAL

}

As agreed in NR, ims-VoiceOverNR is mandatory with capability signaling if UE is IMS voice capable in NR SA. 

However, there is no capability on whether the UE supports ims-VoiceOverNR in LTE specification. How is it ensured that a eNB will not trigger a PS HO from LTE->NR(MCG) if a IMS Voice Bearer is established?
The network may not handover the UE to NR if voice call is ongoing, or the voice call will be dropped if the UE cannot support ims-VoiceOverNR.


	
	

	Summary of change:
	Introduce capability ims-VoiceOverNR
Impact Analysis:
Impacted functionality: 

Voice continuity
Inter-operability:

1. No inter-operability is foreseen


	
	

	Consequences if not approved:
	The network may not handover the UE to NR if voice call is ongoing, or the voice call will be dropped if the UE cannot support ims-VoiceOverNR. 
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	Other comments:
	The CR is based on the version draft 15.2.0.


	1st Text Proposal Change 


4.3.34
Inter-RAT Parameters NR

4.3.34.1
en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 36.331 [5] and TS 38.331 [32].

4.3.34.2
supportedBandListNR-r15
Only applicable if the UE supports NR. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34].
4.3.34.x
ims-VoiceOverNR-r15
This field indicates whether the UE supports IMS voice over NR.
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