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	Reason for change:
	In RAN2#103, R2-1811094 and R2-1811095 are submitted to address the MCS selection issue, but only the shadow part within R2-1811095 is agreed, revised to be R2-1813171. The left issue is the related part for TX profile, which is introduced in Rel15.

	
	

	Summary of change:
	Clarify that the MCS selection has to be based on the selected TX format. Please note the the revision text is copied from the TS 36.321 v15.2.0.
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[bookmark: _Toc518679747]5.14.1.1	SL Grant reception and SCI transmission
<Text Removed>
The MAC entity shall for each subframe:
-	if the MAC entity has a configured sidelink grant occurring in this subframe:
-	if SL_RESOURCE_RESELECTION_COUNTER = 1 and the MAC entity randomly selected, with equal probability, a value in the interval [0, 1] which is above the probability configured by upper layers in probResourceKeep:
-	set the resource reservation interval equal to 0;
-	if the configured sidelink grant corresponds to transmission of SCI:
-	for V2X sidelink communication in UE autonomous resource selection:
-	consider the selected transmission format indicated by SL-V2X-TxProfile for the highest priority of the sidelink logical channel(s) in the MAC PDU, if SL-V2X-TxProfile is configured by upper layers (3GPP TS 24.386 [15]);
-	select a MCS which is, if configured, within the range that is configured by upper layers between minMCS-PSSCH and maxMCS-PSSCH included in pssch-TxConfigList associated with the selected transmission format and, if configured by upper layers, overlapped between minMCS-PSSCH and maxMCS-PSSCH indicated in cbr-pssch-TxConfigList associated with the selected transmission format for the highest priority of the sidelink logical channel(s) in the MAC PDU and the CBR measured by lower layers according to [6] if CBR measurement results are available or the corresponding defaultTxConfigIndex configured by upper layers if CBR measurement results are not available;
NOTE:	MCS selection is up to UE implementation if the MCS or the corresponding range is not configured by upper layers.
NOTE:	For V2X sidelink communication, when there is no overlapping between the chosen configuration(s) included in pssch-TxConfigList and chosen configuration(s) indicated in cbr-pssch-TxConfigList, it is up to UE implementation whether the UE transmits and which transmitting parameters the UE uses between allowed configuration(s) indicated in pssch-TxConfigList and allowed configuration(s) indicated in cbr-pssch-TxConfigList.
-	for V2X sidelink communication in scheduled resource allocation:
-	consider the selected transmission format indicated by SL-V2X-TxProfile for the highest priority of the sidelink logical channel(s) in the MAC PDU, if SL-V2X-TxProfile is configured by upper layers (3GPP TS 24.386 [15]);
-	select a MCS which is associated with the selected transmission format unless it is configured by upper layer;
-	instruct the physical layer to transmit SCI corresponding to the configured sidelink grant;
-	for V2X sidelink communication, deliver the configured sidelink grant, the associated HARQ information and the value of the highest priority of the sidelink logical channel(s) in the MAC PDU to the Sidelink HARQ Entity for this subframe;
-	else if the configured sidelink grant corresponds to transmission of first transport block for sidelink communication:
-	deliver the configured sidelink grant and the associated HARQ information to the Sidelink HARQ Entity for this subframe.
NOTE:	If the MAC entity has multiple configured grants occurring in one subframe and if not all of them can be processed due to the single-cluster SC-FDM restriction, it is left for UE implementation which one of these to process according to the procedure above.
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