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1. Introduction
Handover and RLF are important mechanisms to support seamless mobility for UEs. In this contribution, we will focus on the situation where a UE experiences poor link quality in a serving cell while moving to a neighbour cell. Note that one of NR deployment scenarios can be dense small cells, where inter-cell interference is severe. Furthermore, in high frequencies, sudden drop in link quality may happen frequently due to blockage or the UE’s rotation. In this context, it is valuable to investigate how the UE escapes from this situation efficiently. Therefore, we will discuss the following issues:

· Fast RLF recovery in LTE

· Necessity of fast RLF recovery in NR

2. Fast RLF recovery in LTE
In LTE, the RLF-related actions are defined for a UE to initiate the connection re-establishment procedure when the UE experiences poor link quality in a serving cell [1]. More specifically, the RLF-related timer T310 operates as described in Table 1.

Table 1 Description of T310

	Timer
	Start
	Stop
	At expiry

	T310
	Upon detecting physical layer problems for the PCell, i.e., upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure


Note that the out-of-sync indication is issued if the link quality is worse than the threshold Qout, which is defined as the level at which the downlink radio link cannot be received and shall correspond to 10 % block error rate of a hypothetical PDCCH transmission. Accordingly, the UE may not receive (or transmit) control information and data with a high probability while T310 is running.

To reduce the service interruption during T310, the early T310 termination was introduced to LTE Rel-12. This operation considers the situation where a UE find a target cell for handover while T310 is running. In particular, the timer T312, which controls when to declare RLF, operates as described in Table 2.

Table 2 Description of T312
	Timer
	Start
	Stop
	At expiry

	T312
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure



[image: image1.emf]T312 TTT

T310

 T310 triggering

Avoid further

service interruption

TTT triggering T312 expiry TTT expiry

T312 triggering

RLF declaration

Early T310 termination


Figure 1 Early T310 termination based on T312
Fig. 1 shows the early T310 termination based on T312. We assume that a UE satisfies the A3 event for TTT while T310 is running. Then, the UE starts T312 and attempts handover. If handover is not triggered (i.e., the UE does not receive handover command) until the expiry of T312 and T310 is still running, the UE declares RLF without waiting the expiry of T310 and performs the connection re-establishment procedure towards the target cell. By doing so, the UE can avoid the service interruption during the remaining T310.

Observation 1: The operation of T312, in which a UE is allowed to declare RLF before the expiry of T310, is beneficial to reduce service interruption time.

3. Necessity of Fast RLF recovery in NR
3.1 Handover Command
As in LTE, a gNB in NR transmits handover command to a UE to initiate a handover procedure. Furthermore, it is well known that handover failure mainly occurs because the UE fails to receive the handover command, although the UE already detects a target cell. Accordingly, it is highly probable that the handover failure occurs while T310 is running. Such reasoning is valid for any handover procedure that relies on the handover command, regardless of whether the procedure is for LTE or NR. In this context, we think that the early T310 termination based on T312, which is already specified in LTE Rel-12, should be a baseline as a method for fast RLF recovery and/or mobility performance enhancement in NR.

Observation 2: In LTE, we observed that the main cause of handover failure is because a UE fails to receive the handover command from a serving cell. Since NR also relies on the handover command to initiate handover, it is expected that NR will have the same problem as in LTE.

3.2 CU-DU Architecture
Let’s assume that a UE declares RLF at the expiry of T312 and performs the connection re-establishment procedure towards a target cell for handover. In LTE, depending on whether a context of the UE is available at the eNB of the target cell, one of the following two cases can happen [2]:

· Case 1: If the eNB finds a context that matches the identity of the UE, or obtains this context from the previously serving eNB, it indicates to the UE that its connection can be resumed.

· Case 2: If the context is not found, RRC connection is released and the UE initiates procedure to establish new RRC connection. In this case, the UE is required to go via RRC_IDLE.

It is obvious that the UE experiences less service interruption time in Case 1 that in Case 2. In other words, if the target cell belongs to a prepared eNB (i.e., an eNB which has admitted the UE during an earlier executed handover preparation phase, or obtains the UE context from the previously serving eNB), the service interruption time becomes shorter.

In NR, it is expected that the CU-DU architecture will be implemented, where a CU manages a large number of cells formed by DUs. Hence, the CU may have the context information of the UEs served by the cells under itself so that Case 1 may dominate Case 2. Due to such availability of the context information at the CU, we think that fast RLF recovery schemes like the early T310 termination based on T312 work efficiently.

Observation 3: In the CU-DU architecture, a target cell for handover can easily obtain the UE’s context information that is managed by the CU. This aspect can make the time from the UE’s RLF declaration to the connection re-establishment shorter.

Proposal 1: RAN2 should adopt the fast RLF recovery scheme based on T312 (i.e., the RLF declaration before the expiry of T310), which is specified in LTE.

3. Conclusion

Observation 1: The operation of T312, in which a UE is allowed to declare RLF before the expiry of T310, is beneficial to reduce service interruption time.

Observation 2: In LTE, we observed that the main cause of handover failure is because a UE fails to receive the handover command from a serving cell. Since NR also relies on the handover command to initiate handover, it is expected that NR will have the same problem as in LTE.

Observation 3: In the CU-DU architecture, a target cell for handover can easily obtain the UE’s context information that is managed by the CU. This aspect can make the time from the UE’s RLF declaration to the connection re-establishment shorter.

Proposal 1: RAN2 should adopt the fast RLF recovery scheme based on T312 (i.e., the RLF declaration before the expiry of T310), which is specified in LTE.
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Example TP (ASN.1 and procedures)
5.3.5.5.2
Reconfiguration with sync

The UE shall perform the following actions to execute a reconfiguration with sync.
1> stop timer T310 for the corresponding SpCell, if running;
1> stop timer T312 for the corresponding SpCell, if running;
1>
start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;

1>
if the frequencyInfoDL is included:

2>
consider the target SpCell to be one on the frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;

1>
else:

2>
consider the target SpCell to be one on the frequency of the source SpCell with a physical cell identity indicated by the physCellId;

1>
start synchronising to the DL of the target SpCell and acquire the MIB of the target SpCell as specified in 5.2.2.3.1;

NOTE:
The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset the MAC entity of this cell group;

1>
consider the SCell(s) of this cell group, if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI for this cell group;

Editor’s Note: Verify that this does not configure some common parameters which are later discarded due to e.g. SCell release or due to LCH release. 

1>
configure lower layers in accordance with the received spCellConfigCommon;

1>
consider the initial bandwidth part to be the active bandwidth part where random access is performed;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
5.3.10.2
Recovery of physical layer problems
Upon receiving N311 consecutive "in-sync" indications for the SpCell from lower layers while T310 is running, the UE shall:
1> stop timer T310 for the corresponding SpCell.

1> stop timer T312, if running;

NOTE 1:

In this case, the UE maintains the RRC connection without explicit signalling, i.e. the UE maintains the entire radio resource configuration.

NOTE 2:

Periods in time where neither "in-sync" nor "out-of-sync" is reported by layer 1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications.

5.3.10.3
Detection of radio link failure
The UE shall:
1> upon T310 expiry in PCell; or
1> upon T312 expiry; or
1>
upon random access problem indication from MCG MAC while T311 is not running; or

Editor’s Note: FFS: Under which condition physical layer problems detection is performed, e.g. neither T300, T301, T304 nor T311 is running. It’s subject to the harmonization of the RRC procedures for RRC Connection establishment/resume/re-establishment and RRC connection reconfiguration.
1>
upon indication from MCG RLC that the maximum number of retransmissions has been reached:

Editor’s Note: FFS whether maximum ARQ retransmission is only criteria for RLC failure.

2>
consider radio link failure to be detected for the MCG i.e. RLF;

Editor’s Note: FFS Whether indications related to beam failure recovery may affect the declaration of RLF.

Editor’s Note: FFS: How to handle RLC failure in CA duplication for MCG DRB and SRB. 

Editor’s Note: FFS: RLF related measurement reports e.g. VarRLF-Report is supported in NR. 

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in x.x.x FFS_Ref, with release cause 'other';

2>
else:

3>
initiate the connection re-establishment procedure as specified in x.x.x FFS_Ref.

The UE shall:

1>
upon T310 expiry in PSCell; or

1>
upon random access problem indication from SCG MAC; or

1>
upon indication from SCG RLC that the maximum number of retransmissions has been reached:

2>
consider radio link failure to be detected for the SCG i.e. SCG-RLF;

Editor’s Note: FFS: How to handle RLC failure in CA duplication for SCG DRB and SRB. 

2>
initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.

1.1.1   5.5.4
Measurement report triggering

1.1.1.1   5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;

3>
if the corresponding measObject concerns NR;

4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else:

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider any serving cell on the other frequency to be a neighbouring cell as well;

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>
else:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId; 
3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;
3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if reportType is set to periodical and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

4>
if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure,as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;
4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reportingprocedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCelland for the strongest cell among the applicable cells;
2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5.
ASN.1

1.1.1.2   –
MeasObjectNR

The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements or CSI-RS intra/inter-frequency measurements.

MeasObjectNR information element

-- ASN1START

-- TAG-MEAS-OBJECT-NR-START

MeasObjectNR ::=






SEQUENCE {


ssbFrequency







ARFCN-ValueNR














OPTIONAL,


refFreqCSI-RS







ARFCN-ValueNR














OPTIONAL,


--RS configuration (e.g. SMTC window, CSI-RS resource, etc.)


referenceSignalConfig





ReferenceSignalConfig,















--Consolidation of L1 measurements per RS index


absThreshSS-BlocksConsolidation


ThresholdNR
















OPTIONAL,
-- Need R


absThreshCSI-RS-Consolidation


ThresholdNR
















OPTIONAL,
-- Need R


--Config for cell measurement derivation


nrofSS-BlocksToAverage




INTEGER (2..maxNrofSS-BlocksToAverage)









OPTIONAL,
-- Need R


nrofCSI-RS-ResourcesToAverage


INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)







OPTIONAL,
-- Need R


-- Filter coefficients applicable to this measurement object

quantityConfigIndex






INTEGER (1..maxNrofQuantityConfig),


--Frequency-specific offsets 


offsetFreq








Q-OffsetRangeList,


-- Cell list


cellsToRemoveList






PCI-List















OPTIONAL,
-- Need N


cellsToAddModList






CellsToAddModList













OPTIONAL,
-- Need N


-- Black list


blackCellsToRemoveList





PCI-RangeIndexList













OPTIONAL,
-- Need N


blackCellsToAddModList





BlackCellsToAddModList












OPTIONAL,
-- Need N


-- White list


whiteCellsToRemoveList





PCI-RangeIndexList













OPTIONAL,
-- Need N


whiteCellsToAddModList





WhiteCellsToAddModList












OPTIONAL,
-- Need N


...

t312









SetupRelease { T312value }
}

ReferenceSignalConfig::=     


SEQUENCE {


-- SSB configuration for mobility (nominal SSBs, timing configuration)


ssb-ConfigMobility





SSB-ConfigMobility



OPTIONAL,
-- Need M


-- CSI-RS resources to be used for CSI-RS based RRM measurements


csi-rs-ResourceConfigMobility


SetupRelease { CSI-RS-ResourceConfigMobility } OPTIONAL-- Need M



}

-- A measurement timing configuration

SSB-ConfigMobility::= 
SEQUENCE {



--Only the values 15, 30 or 60 kHz  (<6GHz), 60 or 120 kHz (>6GHz) are applicable



subcarrierSpacing                    SubcarrierSpacing,



-- The set of SS blocks to be measured within the SMTC measurement duration. 



-- Corresponds to L1 parameter 'SSB-measured' (see FFS_Spec, section FFS_Section)



-- When the field is absent the UE measures on all SS-blocks 



-- FFS_CHECK: Is this IE placed correctly.



ssb-ToMeasure






SetupRelease { SSB-ToMeasure }







OPTIONAL,
-- Need M


-- Indicates whether the UE can utilize serving cell timing to derive the index of SS block transmitted by neighbour cell:


useServingCellTimingForSync



BOOLEAN,

-- Primary measurement timing configuration. Applicable for intra- and inter-frequency measurements. 


smtc1








SEQUENCE {



-- Periodicity and offset of the measurement window in which to receive SS/PBCH blocks. 



-- Periodicity and offset are given in number of subframes.



-- FFS_FIXME: This does not match the L1 parameter table! They seem to intend an index to a hidden table in L1 specs. 



-- (see 38.213, section REF):



periodicityAndOffset




CHOICE {




sf5









INTEGER (0..4),




sf10








INTEGER (0..9),




sf20








INTEGER (0..19),




sf40








INTEGER (0..39),




sf80








INTEGER (0..79),




sf160








INTEGER (0..159)



},



-- Duration of the measurement window in which to receive SS/PBCH blocks. It is given in number of subframes 



-- (see 38.213, section 4.1)



duration







ENUMERATED { sf1, sf2, sf3, sf4, sf5 }


},


-- Secondary measurement timing confguration for explicitly signalled PCIs. It uses the offset and duration from smtc1.


-- It is supported only for intra-frequency measurements in RRC CONNECTED. 


smtc2 








SEQUENCE {



-- PCIs that are known to follow this SMTC.



pci-List







SEQUENCE (SIZE (1..maxNrofPCIsPerSMTC)) OF PhysCellId

OPTIONAL,
-- Need M



-- Periodicity for the given PCIs. Timing offset and Duration as provided in smtc1.



periodicity







ENUMERATED {sf5, sf10, sf20, sf40, sf80, sf160, spare2, spare1}


}

























OPTIONAL,-- Cond IntraFreqConnected


ss-RSSI-Measurement






SEQUENCE {



measurementSlots






CHOICE {




kHz15









BIT STRING (SIZE(1)),




kHz30









BIT STRING (SIZE(2)),




kHz60









BIT STRING (SIZE(4)),




kHz120









BIT STRING (SIZE(8))



},



endSymbol








INTEGER(0..13)


}

























OPTIONAL





}

CSI-RS-ResourceConfigMobility ::= 

SEQUENCE {


-- MO specific values



isServingCellMO





BOOLEAN,


-- Subcarrier spacing of CSI-RS. 


-- Only the values 15, 30 or 60 kHz  (<6GHz), 60 or 120 kHz (>6GHz) are applicable.


-- Corresponds to L1 parameter 'Numerology' (see 38.211, section FFS_Section)


subcarrierSpacing





SubcarrierSpacing,


-- List of cells


csi-RS-CellList-Mobility 
SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM))
OF CSI-RS-CellMobility

}

CSI-RS-CellMobility ::=



SEQUENCE {


cellId








PhysCellId,


csi-rs-MeasurementBW




SEQUENCE {



-- Allowed size of the measurement BW in PRBs



-- Corresponds to L1 parameter 'CSI-RS-measurementBW-size' (see FFS_Spec, section FFS_Section)



nrofPRBs


ENUMERATED { size24, size48, size96, size192, size264},



-- Starting PRB index of the measurement bandwidth



-- Corresponds to L1 parameter 'CSI-RS-measurement-BW-start' (see FFS_Spec, section FFS_Section)



-- FFS_Value: Upper edge of value range unclear in RAN1



startPRB


INTEGER(0..2169)

},

-- Frequency domain density for the 1-port CSI-RS for L3 mobility


-- Corresponds to L1 parameter 'Density' (see FFS_Spec, section FFS_Section)


density








ENUMERATED {d1,d3}











OPTIONAL,

-- List of resources


csi-rs-ResourceList-Mobility 
SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM))
OF CSI-RS-Resource-Mobility
}

CSI-RS-Resource-Mobility ::=


SEQUENCE {


csi-RS-Index






CSI-RS-Index,


-- Contains periodicity and slot offset for periodic/semi-persistent CSI-RS (see 38.211, section x.x.x.x)FFS_Ref


slotConfig







CHOICE {


ms4









INTEGER (0..31),



ms5









INTEGER (0..39),


ms10








INTEGER (0..79),



ms20








INTEGER (0..159),



ms40








INTEGER (0..319)


},


-- Each CSI-RS resource may be associated with one SSB. If such SSB is indicated, the NW also indicates whether the UE may assume 


-- quasi-colocation of this SSB with this CSI-RS reosurce. 


-- Corresponds to L1 parameter 'Associated-SSB' (see FFS_Spec, section FFS_Section)


associatedSSB






SEQUENCE {



ssb-Index







SSB-Index,



-- The CSI-RS resource is either QCL’ed not QCL’ed with the associated SSB in spatial parameters



-- Corresponds to L1 parameter 'QCLed-SSB' (see FFS_Spec, section FFS_Section)



isQuasiColocated





BOOLEAN

}




OPTIONAL, -- Cond AssociatedSSB

-- Frequency domain allocation within a physical resource block in accordance with 38.211, section 7.4.1.5.3 including table 7.4.1.5.2-1.


-- The number of bits that may be set to one depend on the chosen row in that table. For the choice "other", the row can be determined from


-- the parmeters below and from the number of bits set to 1 in frequencyDomainAllocation.


frequencyDomainAllocation


CHOICE {



row1







BIT STRING (SIZE (4)),



row2







BIT STRING (SIZE (12))


},


-- Time domain allocation within a physical resource block. The field indicates the first OFDM symbol in the PRB used for CSI-RS.


-- Parameter l0 in 38.211, section 7.4.1.5.3. Value 2 is supported only when DL-DMRS-typeA-pos equals 3.


firstOFDMSymbolInTimeDomain


INTEGER (0..13),



-- Scrambling ID for CSI-RS(see 38.211, section 7.4.1.5.2)


sequenceGenerationConfig



INTEGER (0..1023),


...

}

CSI-RS-Index ::= 



INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)

Q-OffsetRangeList ::=




SEQUENCE {


rsrpOffsetSSB






Q-OffsetRange



DEFAULT dB0,


rsrqOffsetSSB






Q-OffsetRange



DEFAULT dB0,


sinrOffsetSSB






Q-OffsetRange



DEFAULT dB0,


rsrpOffsetCSI-RS





Q-OffsetRange



DEFAULT dB0,


rsrqOffsetCSI-RS





Q-OffsetRange



DEFAULT dB0,


sinrOffsetCSI-RS





Q-OffsetRange



DEFAULT dB0

}
SSB-ToMeasure ::=


CHOICE {


-- bitmap for sub 3 GHz


shortBitmap






BIT STRING (SIZE (4)),


-- bitmap for 3-6 GHz


mediumBitmap





BIT STRING (SIZE (8)),


-- bitmap for above 6 GHz


longBitmap






BIT STRING (SIZE (64))

}

ThresholdNR ::=






SEQUENCE{


thresholdRSRP






RSRP-Range




OPTIONAL,


thresholdRSRQ





RSRQ-Range




OPTIONAL,


thresholdSINR





SINR-Range




OPTIONAL
}
CellsToAddModList ::=




SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellsToAddMod

CellsToAddMod ::=





SEQUENCE {


physCellId







PhysCellId,


cellIndividualOffset




Q-OffsetRangeList

}

BlackCellsToAddModList ::=



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=




SEQUENCE {


pci-RangeIndex






PCI-RangeIndex,




pci-Range







PCI-Range

}

T312value ::=





ENUMERATED {ms0, ms50, ms100, ms200,












 ms300, ms400, ms500, ms1000}

WhiteCellsToAddModList ::=



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF WhiteCellsToAddMod

WhiteCellsToAddMod ::=




SEQUENCE {


pci-RangeIndex






PCI-RangeIndex,


pci-Range






PCI-Range

}

-- TAG-MEAS-OBJECT-NR-STOP

-- ASN1STOP

	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation

Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3 and the L3 filter(s) per CSI-RS resource as described in 5.5.3.2.

	absThreshSS-BlocksConsolidation

Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3and the L3 filter(s) per SS/PBCH block index as described in 5.5.3.2.

	associatedSSB

If this field is present, the UE may base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobilityon the timing of the cell indicated by the cellIdin the CSI-RS-CellMobility. In this case,the UE is not required to monitor that CSI-RS resourceif the UE can’t detect the SS/PBCH block indicated by thisassociatedSSBandcellId.If this field is absent, the UE shall base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobilityon the timing of the serving cell.In this case, the UE is required to measure the CSI-RS resource even if SS/PBCH block(s) with cellIdin the CSI-RS-CellMobilityare not detected.

	blackCellsToAddModList

List of cells to add/modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	cellIndividualOffset

Cell individual offsets applicable to a specific cell.

	cellsToAddModList

List of cells to add/modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list. 

	csi-RS-Index

CSI-RS resource index associated to the CSI-RS resource to be measured (and used for reporting).

	endSymbol

RSSI is measured from symbol 0 to symbol endSymbol.

	nrofCSInrofCSI-RS-ResourcesToAverage

Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage  

Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetFreq

Offset values applicable to the carrier frequency.

	physCellId

Physical cell identity of a cell in the cell list.

	quantityConfigIndex

Indicates the n-th element of quantityConfigNR-Listprovided in MeasConfig.

	pci-Range

Physical cell identity or a range of physical cell identities.

	measurementSlots

Indicates the slots in which the UE can perform RSSI measurements.

	slotConfig

Indicates the CSI-RS periodicity (in milliseconds) and for each periodicity the offset (in number of slots).When subcarrierSpacingCSI-RS is set to 15kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 3/4/9/19/39 slots. When subcarrierSpacingCSI-RS is set to 30kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 7/9/19/39/79 slots. When subcarrierSpacingCSI-RS is set to 60kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 15/19/39/79/159 slots. When subcarrierSpacingCSI-RS is set 120kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 31/39/79/159/319 slots.

	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR. For cell defining SSB, it will be located on the sync raster.

	whiteCellsToAddModList

List of cells to add/modify in the white list of cells.

	whiteCellsToRemoveList

List of cells to remove from the white list of cells.

	t312

The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.


ReportConfigNR information element

-- ASN1START

-- TAG-REPORT-CONFIG-START

ReportConfigNR ::=






SEQUENCE {


reportType








CHOICE {



periodical








PeriodicalReportConfig, 



eventTriggered







EventTriggerConfig,

-- reportCGI is to be completed before the end of Rel-15.



reportCGI








ENUMERATED {ffsTypeAndValue},



...


}

}

-- FFS / TODO: Consider separating trgger configuration (trigger, periodic, ...) from report configuration.

-- Current structure allows easier definiton of new events and new report types e.g. CGI, etc.

EventTriggerConfig::=





SEQUENCE {


eventId









CHOICE {



eventA1









SEQUENCE {




a1-Threshold







MeasTriggerQuantity,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger



},



eventA2









SEQUENCE {




a2-Threshold







MeasTriggerQuantity,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger



},



eventA3









SEQUENCE {




a3-Offset








MeasTriggerQuantityOffset,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger,




useWhiteCellList






BOOLEAN

















},



eventA4









SEQUENCE {




a4-Threshold







MeasTriggerQuantity,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger,




useWhiteCellList






BOOLEAN

















},



eventA5









SEQUENCE {




a5-Threshold1







MeasTriggerQuantity,




a5-Threshold2







MeasTriggerQuantity,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger,




useWhiteCellList






BOOLEAN

















},



eventA6









SEQUENCE {




a6-Offset








MeasTriggerQuantityOffset,




reportOnLeave







BOOLEAN,




hysteresis








Hysteresis,




timeToTrigger







TimeToTrigger,




useWhiteCellList






BOOLEAN

















},



...


},


rsType









NR-RS-Type,


-- Common reporting config (at least to periodical and eventTriggered)


reportInterval







ReportInterval,


reportAmount







ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


-- Cell reporting configuration


reportQuantityCell






MeasReportQuantity,


maxReportCells







INTEGER (1..maxCellReport),


-- RS index reporting configuration


reportQuantityRsIndexes





MeasReportQuantity












OPTIONAL,
-- Need M


maxNrofRSIndexesToReport




INTEGER (1..maxNrofIndexesToReport) 







OPTIONAL,
-- Need M


includeBeamMeasurements





BOOLEAN,


-- If configured the UE includes the best neighbour cells per serving frequency


reportAddNeighMeas






ENUMERATED {setup}








OPTIONAL,

-- Need R


...


useT312









BOOLEAN


OPTIONAL,
-- Need ON
}

PeriodicalReportConfig ::=




SEQUENCE {


rsType









NR-RS-Type,


-- Common reporting config (at least to periodical and eventTriggered)


reportInterval







ReportInterval,


reportAmount







ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


-- Cell reporting configuration


reportQuantityCell






MeasReportQuantity,


maxReportCells







INTEGER (1..maxCellReport),


-- RS index reporting configuration


reportQuantityRsIndexes





MeasReportQuantity












OPTIONAL,
-- Need R


maxNrofRsIndexesToReport




INTEGER (1..maxNrofIndexesToReport) 








OPTIONAL,
-- Need R


includeBeamMeasurements





BOOLEAN,


useWhiteCellList






BOOLEAN,


...

}

NR-RS-Type ::= ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=





CHOICE {


rsrp









RSRP-Range,


rsrq









RSRQ-Range,


sinr









SINR-Range

}

MeasTriggerQuantityOffset ::=



CHOICE {


rsrp









INTEGER (-30..30),















rsrq









INTEGER (-30..30),
















sinr









INTEGER (-30..30)














}

MeasReportQuantity ::=





SEQUENCE {


rsrp









BOOLEAN,


rsrq









BOOLEAN,


sinr









BOOLEAN
}

-- TAG-REPORT-CONFIG-START

-- ASN1STOP

7.1.1
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T304
	Reception of RRCReconfiguration message including reconfigurationWithSync
	Successful completion of random access on the corresponding  SpCell

For T304 of SCG, upon SCG release
	For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.



	T310


	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.

Upon SCG release, if the T310 is kept in SCG.


	If the T310 is kept in MCG: If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure. 

If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311


	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T312


	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure
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