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[bookmark: _Toc510531201]START OF CHANGES
5.4	Inter-RAT mobility
[bookmark: _Toc510531203]5.4.2	Handover to E-UTRA
[bookmark: _Toc518998506]5.4.2.2	Initiation
The RAN using another RAT or the E-UTRA connected to a different type of CN initiates the handover to E-UTRA procedure, in accordance with the specifications applicable for the other RAT or for the E-UTRA connected to a different type of CN, by sending the RRCConnectionReconfiguration message via the radio access technology from which the inter-RAT handover is performed.
E-UTRAN applies the procedure as follows:
-	to activate ciphering, possibly using NULL algorithm, if not yet activated in the other RAT or in the E-UTRA connected to a different type of CN;
-	to establish SRB1, SRB2 and one or more DRBs, i.e. at least the DRB associated with the default EPS bearer is established if the target CN is EPC and at least one DRB if the target CN is 5GC.
[bookmark: _Toc518998510]NOTE: If the UE handover from UTRAN or GERAN, the network can not configure EN-DC during the inter-RAT Handover procedure.
5.4.3	Mobility from E-UTRA
[bookmark: _Toc518998512]5.4.3.2	Initiation
E-UTRAN initiates the mobility from E-UTRA procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message or in response to reception of CS fallback indication for the UE from MME, by sending a MobilityFromEUTRACommand message. E-UTRAN applies the procedure as follows:
-	the procedure is initiated only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;
NOTE: The Mobility from E-UTRA procedure may be initiated even if the UE is configured with EN-DC.
END OF CHANGES

