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5.5.2.2 This is added in case an object associated to a CGI reporting is removed and T321 is running.

5.5.2.3 The values for X and Y are added based on the LS from RAN4 (R4-1811851).

5.5.2.4 This is added in case an object associated to a CGI reporting is removed and T321 is running.
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5.5.2.7 This is added in case a reportConfig associated to a CGI reporting is modified and T321 is running.
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************************************* Beginning of changes *********************************************************
[bookmark: _Toc510018517][bookmark: _Toc510018518]5.5.2.2	Measurement identity removal
The UE shall:
1>	for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one isf running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.
5.5.2.3	Measurement identity addition/modification
The network applies the procedure as follows:
-	configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
The UE shall:
1>	for each measId included in the received measIdToAddModList:
2>	if an entry with the matching measId exists in the measIdList within the VarMeasConfig:
3>	replace the entry with the value received for this measId;
2>	else:
3>	add a new entry for this measId within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
[bookmark: _Toc510018519]2>	if the reportType is set to reportCGI in the reportConfig associated with this measId;
3>	if the measObject associated with this measId concerns E-UTRA:
4>	start timer T321 with the timer value set to X1 seconds for this measId;
3>	if the measObject associated with this measId concerns NR:
4>	start timer T321 with the timer value set to Y seconds for this measId;
4> if the measObject associated with this measId concerns FR1:
	5> start timer T321 with the timer value set to 2 seconds for this measId;
4> if the measObject associated with this measId concerns FR2:
	5> start timer T321 with the timer value set to 16 seconds for this measId;
5.5.2.4	Measurement object removal
The UE shall:
1>	for each measObjectId included in the received measObjectToRemoveList that is part of measObjectList in VarMeasConfig:
2>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
2>	remove all measId associated with this measObjectId from the measIdList within the VarMeasConfig, if any;
2>	if a measId is removed from the measIdList:
3>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
3>	stop the periodical reporting timer or timer T321, whichever is running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the measObjectToRemoveList includes any measObjectId value that is not part of the current UE configuration.
[bookmark: _Toc510018520]5.5.2.5	Measurement object addition/modification
The UE shall:
1>	for each measObjectId included in the received measObjectToAddModList:
[bookmark: _Hlk498690059]2>	if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:
3>	reconfigure the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, whiteCellsToAddModList, cellsToRemoveList,blackCellsToRemoveList, whiteCellsToRemoveList, absThreshSS-BlocksConsolidation,absThreshCSI-RS-Consolidation, nrofSS-BlocksToAverage,nroCSI-RS-ResourcesToAverage;
3>	if the received measObject includes the cellsToRemoveList:
4>	for each physCellId included in the cellsToRemoveList:
5>	remove the entry with the matching physCellId from the cellsToAddModList;
3>	if the received measObject includes the cellsToAddModList:
4>	for each physCellId value included in the cellsToAddModList:
5>	if an entry with the matching physCellId exists in the cellsToAddModList:
6>	replace the entry with the value received for this physCellId;
5>	else:
6>	add a new entry for the received physCellId to the cellsToAddModList;
3>	if the received measObject includes the blackCellsToRemoveList:
4>	for each pci-RangeIndex included in the blackCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the blackCellsToAddModList;
NOTE:	For each pci-RangeIndex included in the blackCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the black list of cells only if all cell indexes containing it are removed.
3>	if the received measObject includes the blackCellsToAddModList:
4>	for each pci-RangeIndex included in the blackCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the blackCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the blackCellsToAddModList;
3>	if the received measObject includes the whiteCellsToRemoveList:
4>	for each pci-RangeIndex included in the whiteCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the whiteCellsToAddModList;
3>	if the received measObject includes the whiteCellsToAddModList:
4>	for each pci-RangeIndex included in the whiteCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the whiteCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the whiteCellsToAddModList;
[bookmark: _Hlk497236407]3>	for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:
4>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
4>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	else:
3>	add a new entry for the received measObject to the measObjectList within VarMeasConfig.
[bookmark: _Toc510018521]5.5.2.6	Reporting configuration removal
The UE shall:
1>	for each reportConfigId included in the received reportConfigToRemoveList that is part of the current UE configuration in VarMeasConfig:
2>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>	remove all measId associated with the reportConfigId from the measIdList within the VarMeasConfig, if any;
2>	if a measId is removed from the measIdList:
3>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
3>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the reportConfigToRemoveList includes any reportConfigId value that is not part of the current UE configuration.
[bookmark: _Toc510018522]5.5.2.7	Reporting configuration addition/modification
The UE shall:
1>	for each reportConfigId included in the received reportConfigToAddModList:
2>	if an entry with the matching reportConfigId exists in the reportConfigList within the VarMeasConfig, for this entry:
3>	reconfigure the entry with the value received for this reportConfig;
3>	for each measId associated with this reportConfigId included in the measIdList within the VarMeasConfig, if any:
4>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
4>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	else:
3>	add a new entry for the received reportConfig to the reportConfigList within the VarMeasConfig.
[bookmark: _Toc510018523]NOTE:	UE does not need to retain the reportConfig with the associated cellForWhichToReportCGI and measId after reporting cgi-Info.
5.5.2.8	Quantity configuration
The UE shall:
1>	for each RAT for which the received quantityConfig includes parameter(s):
2>	set the corresponding parameter(s) in quantityConfig within VarMeasConfig to the value of the received quantityConfig parameter(s);
1>	for each measId included in the measIdList within VarMeasConfig:
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
************************************* End of changes ****************************************************************




