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	Reason for change:
	To align the definition and description for SPS repetition configuration for slot/subframe/subframe.  


	
	

	Summary of change:
	Correct the description for SPS repetition configuration for slot/subframe/subframe. 

Impact Analysis:
Impacted functionality:
SPS configuration.

Interoperability issue:
[bookmark: _GoBack]No interoperability issue exists.



	
	

	Consequences if not approved:
	Misunderstading for SPS repetition configuration for slot/subframe/subframe.
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	Other comments:
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[bookmark: _Toc519507921]4.3.4	Physical layer parameters
--------------------------------------------------Unmodified sections omitted-----------------------------------------------------
4.3.4.162	pusch-SPS-SubframeRepPCell-r15
This field indicates whether the UE supports SPS repetition for subframe PUSCH for PCell.  A UE indicating support of pusch-SPS-SubFrameRepPCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15.
4.3.4.163	pusch-SPS-SubframeRepPSCell-r15
This field indicates whether the UE supports SPS repetition for subframe PUSCH for PSCell. A UE indicating support of pusch-SPS-SubframeRepPSCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15.
4.3.4.164	pusch-SPS-SubframeRepSCell-r15
This field indicates whether the UE supports SPS repetition for subframe PUSCH for serving cells SCell other than PSCell SpCell. A UE indicating support of pusch-SPS-SubframeRepSCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15.
4.3.4.165	pusch-SPS-SlotRepPCell-r15
This field indicates whether the UE supports SPS repetition for slot PUSCH for PCell.  A UE indicating support of pusch-SPS-SlotRepPCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15.  A UE indicating support of pusch-SPS-SlotRepPCell-r15 shall also indicate support of slot PUSCH and SPS for slot PUSCH.
4.3.4.166	pusch-SPS-SlotRepPSCell-r15
This field indicates whether the UE supports SPS repetition for slot PUSCH for PSCell. A UE indicating support of pusch-SPS-SlotRepPSCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15. A UE indicating support of pusch-SPS-SlotRepPSCell-r15 shall also indicate support of slot PUSCH and SPS for slot PUSCH.
4.3.4.167	pusch-SPS-SlotRepSCell-r15
This field indicates whether the UE supports SPS repetition for slot PUSCH for serving cells SCell other than PSCell SpCell. A UE indicating support of pusch-SPS-SlotRepSCell-r15 shall also indicate support of semiStaticCFI-r15 or semiStaticCFI-Pattern-r15. A UE indicating support of pusch-SPS-SlotRepSCell-r15 shall also indicate support of slot PUSCH and SPS for slot PUSCH.
4.3.4.168	pusch-SPS-SubslotRepPCell-r15
This field indicates whether the UE supports SPS repetition for subslot PUSCH for PCell.  This field is only applicable for UEs supporting FDD. A UE indicating support of pusch-SPS-SubslotRepPCell-r15 shall also indicate support of semiStaticCFI-r15.  A UE indicating support of pusch-SPS-SubslotRepPCell-r15 shall also indicate support of subslot PUSCH and SPS for subslot PUSCH.
4.3.4.169	pusch-SPS-SubslotRepPSCell-r15
This field indicates whether the UE supports SPS repetition for subslot PUSCH for PSCell. This field is only applicable for UEs supporting FDD. A UE indicating support of pusch-SPS-SubslotRepPSCell-r15 shall also indicate support of semiStaticCFI-r15. A UE indicating support of pusch-SPS-SubslotRepPSCell-r15 shall also indicate support of subslot PUSCH and SPS for subslot PUSCH.
4.3.4.170	pusch-SPS-SubslotRepSCell-r15
This field indicates whether the UE supports SPS repetition for subslot PUSCH for serving cells SCell other than PSCell SpCell. This field is only applicable for UEs supporting FDD. A UE indicating support of pusch-SPS-SubSlotRepSCell-r15 shall also indicate support of semiStaticCFI-r15. A UE indicating support of pusch-SPS-SubslotRepSCell-r15 shall also indicate support of subslot PUSCH and SPS for subslot PUSCH.
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