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1. Background and context
During the ongoing RAN2#103-Bis meeting, RAN2 agreed the following:

Agreements

=>
Only 1A CP architecture variants 2 and 4 to be considered for further study
Many of the specific details of the two down-selected variants will be considered during the normative work. However during the online meeting it was agreed that a NOTE should be added into the IAB TR, to indicate a fact (widely considered as important) that for CP Alternative 2, in order to carry F1-AP over an SRB, due to conventional RRC operation RRC encapsulation of F1-AP may be required. The TP is given below.
2. TP for TR 38.874 v0.5.0
The following changes to TR 38.874 are proposed on top of those captured in R2-1813454:

********* Start of Change **********
8.3.4
CP alternatives for architecture 1a

In architecture 1a, the UE’s and the MT’s UP and RRC traffic can be protected via PDCP over the wireless backhaul. A mechanism has to be defined to also protect F1-AP traffic over the wireless backhaul.

The following four alternatives can be considered. Other alternatives are not precluded.
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Figure 8.3.4- 1: Example for alternative 1 of architecture 1a. 1a: UE’s RRC, 1b: MT’s RRC, 1c: DU’s F1-AP 
Alternative 1: 

Figure 8.3.4-1 shows protocol stacks for UE’s RRC, MT’s RRC and DU’s F1-AP for alternative 1. In these examples, the adaptation layer is placed on top of RLC. On the IAB-node’s access link, the adaptation layer may or may not be included. The example does not preclude other options. This alternative has the following main features:

· The UE’s and the MT’s RRC are carried over SRB. 

· On the UE’s or MT’s access link, the SRB uses an RLC-channel. 

· On the wireless backhaul links, the SRB’s PDCP layer is carried over RLC-channels with adaptation layer. The adaptation layer placement in the RLC channel is the same for C-plane as for U-plane. The information carried on the adaptation layer may be different for SRB than for DRB.

· The DU’s F1-AP is encapsulated in RRC of the collocated MT. F1-AP is therefore protected by the PDCP of the underlying SRB. 

· Within the IAB-donor, the baseline is to use native F1-C stack (see section 9).
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Figure 8.3.4 - 2: Example for alternative 2 of architecture 1a. 2a: UE’s RRC, 2b: MT’s RRC, 2c: DU’s F1-AP

Alternative 2: 

Figure 8.3.4 - 2 shows protocol stacks for UE’s RRC, MT’s RRC and DU’s F1-AP for alternative 2. In these examples, the adaptation layer resides on top of RLC. On the IAB-node’s access link, the adaptation layer may or may not be included. The example does not preclude other options. This alternative has the following main features:

· The UE’s and the MT’s RRC are carried over SRB. 

· On the UE’s or MT’s access link, the SRB uses an RLC-channel. 

· On the wireless backhaul link, the PDCP of the RRC’s SRB is encapsulated into F1-AP. 

· The DU’s F1-AP is carried over an SRB of the collocated MT. F1-AP is protected by this SRB’s PDCP. 

· On the wireless backhaul links, the PDCP of the F1-AP’s SRB is carried over RLC-channels with adaptation layer. The adaptation layer placement in the RLC channel is the same for C-plane as for U-plane. The information carried on the adaptation layer may be different for SRB than for DRB.

· Within the IAB-donor, the baseline is to use native F1-C stack (see section 9)
NOTE:
For CP Alternative 2, in order to carry F1-AP over an SRB, due to conventional RRC operation RRC encapsulation of F1-AP may be required.

…

********* End of Change **********
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