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	Reason for change:
	In RAN1#94 meeting, it was agreed that for TDD, enhanced random access power control is mandatory at the UE and will always be used. The agreement has been captured in TS 36.213 (R1-1810038):

“For FDD, if the UE is capable of enhanced random access power control [12], and it is configured by higher layers, and for TDD, enhanced random access power control shall be applied for a UE which started the random access procedure in the first or second configured NPRACH repetition level.”

In order to align with TS36.213, it is needed to clarify that enhanced random access power control is always applied in TDD


	
	

	Summary of change:
	In section 6.7.3.2, RACH-ConfigCommon-NB, clarify that UE always applies enhanced RACH power controlfor TDD.

Impact analysis
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Enhanced random access power control in TDD
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The CR impacts the UE RACH power control procedure, no interoperability issue is foreseen.
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------------------------------- [Start of change] -------------------------
–
RACH-ConfigCommon-NB
The IE RACH-ConfigCommon-NB is used to specify the generic random access parameters.

RACH-ConfigCommon-NB information element
-- ASN1START

RACH-ConfigCommon-NB-r13 ::=

SEQUENCE {


preambleTransMax-CE-r13



PreambleTransMax,


powerRampingParameters-r13


PowerRampingParameters,


rach-InfoList-r13




RACH-InfoList-NB-r13,


connEstFailOffset-r13



INTEGER (0..15)




OPTIONAL,
-- Need OP


...,


[[
powerRampingParameters-v1450
PowerRampingParameters-NB-v1450
OPTIONAL
-- Need OR


]],


[[ rach-InfoList-v1530



RACH-InfoList-NB-v1530
OPTIONAL -- Cond EDT


]]

}

RACH-InfoList-NB-r13 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-r13

RACH-InfoList-NB-v1530 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-v1530

RACH-Info-NB-r13
::=

SEQUENCE {


ra-ResponseWindowSize-r13


ENUMERATED {












pp2, pp3, pp4, pp5, pp6, pp7, pp8, pp10},


mac-ContentionResolutionTimer-r13
ENUMERATED {












pp1, pp2, pp3, pp4, pp8, pp16, pp32, pp64}

}

RACH-Info-NB-v1530 ::=

SEQUENCE {


mac-ContentionResolutionTimer-r15
ENUMERATED {












pp1, pp2, pp3, pp4, pp8, pp16, pp32, pp64}

}

PowerRampingParameters-NB-v1450 ::=

SEQUENCE {


preambleInitialReceivedTargetPower-v1450

ENUMERATED {














dBm-130, dBm-128, dBm-126, dBm-124, dBm-122,














dBm-88, dBm-86, dBm-84,dBm-82, dBm-80}














OPTIONAL,
-- Need OR


powerRampingParametersCE1-r14



SEQUENCE {



powerRampingStepCE1-r14





ENUMERATED {dB0, dB2, dB4, dB6},



preambleInitialReceivedTargetPowerCE1-r14
ENUMERATED {














dBm-130, dBm-128, dBm-126, dBm-124, dBm-122,














dBm-120, dBm-118, dBm-116, dBm-114, dBm-112,














dBm-110, dBm-108, dBm-106, dBm-104, dBm-102,














dBm-100, dBm-98, dBm-96, dBm-94, dBm-92,














dBm-90, dBm-88, dBm-86, dBm-84,
dBm-82, dBm-80}


} OPTIONAL
-- Need OR

}

-- ASN1STOP

	RACH-ConfigCommon-NB field descriptions

	connEstFailOffset

Parameter "Qoffsettemp" in TS 36.304 [4]. If the field is not present the value of infinity shall be used for "Qoffsettemp".

	mac-ContentionResolutionTimer

Timer for contention resolution in TS 36.321 [6]. Value in PDCCH periods. Value pp1 corresponds to 1 PDCCH period, pp2 corresponds to 2 PDCCH periods and so on. mac-ContentionResolutionTimer-r15 is only applicable for EDT. UE performing EDT shall use mac-ContentionResolutionTimer-r15, if present.
For FDD: The value considered by the UE is: mac-ContentionResolutionTimer = Min (signaled value x PDCCH period, 10.24s).

For TDD: The value considered by the UE is: mac-ContentionResolutionTimer = Min (signaled value x PDCCH period, 20.48s).

	powerRampingParameters, powerRampingParametersCE1

Power ramping step and preamble initial received target power – same as TS 36.213 [23] and TS 36.321 [6].

For FDD, if the UE does not support enhanced random access power control and more than one repetition level is configured in the cell, then the UE transmits NPRACH with max power except for the lowest repetition level. Otherwise, the UE uses NPRACH power ramping.

For FDD if the UE supports enhanced random access power control and powerRampingParameters-v1450 is signalled, or for TDD, the UE uses NPRACH power ramping across repetition levels as specified in TS 36.321 [6]. If preambleInitialReceivedTargetPower-v1450 is present, the UE shall use preambleInitialReceivedTargetPower-v1450 instead of preambleInitialReceivedTargetPower (i.e. without suffix). If powerRampingParametersCE1 is present, the UE shall use powerRampingParametersCE1 instead of powerRampingParameters for NPRACH power ramping in the second repetition level.

	preambleTransMax-CE

Maximum number of preamble transmission in TS 36.321 [6]. Value is an integer.

	ra-ResponseWindowSize

Duration of the RA response window in TS 36.321 [6]. Value in PDCCH periods. Value pp2 corresponds to 2 PDDCH periods, pp3 corresponds to 3 PDCCH periods and so on.

For FDD: The value considered by the UE is: ra-ResponseWindowSize = Min (signaled value x PDCCH period, 10.24s). 
For TDD: The value considered by the UE is: ra-ResponseWindowSize = Min (signaled value x PDCCH period, 20.48s).


	Conditional presence
	Explanation

	EDT
	The field is optionally present, Need OR, if edt-Parameters is present; otherwise the field is not present and the UE shall delete any existing value for this field.


--------------------------------[End of change] -------------------------
