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	Reason for change:
	In RAN2 #103 meeting, RAN2 discussed which parameters for Default MAC Cell Group configuration are essential for initial access, and agreed that PHR config is required such that UE can report PHR even from MSG3. But it seems inappropriate to include phr-ModeOtherCG in Default MAC Cell Group configuration. phr-ModeOtherCG is applicable only when DC is configured, but Default MAC Cell Group configuration is meant to be applied for Setup/Resume. 

	
	

	Summary of change:
	Remove phr-ModeOtherCG in Default MAC Cell Group configuration in 9.2.2.

Impact analysis
Impacted functionality:
Default MAC Cell Group configuration. This impacts SA only.

Inter-operability:
1.	   If the network is implemented according to the CR and the UE is not, there are no inter-operability problems.
2.	   If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.

	
	

	Consequences if not approved:
	The UE applies Default MAC Cell Group configuration inappropriately for Setup/Resume.

	
	

	Clauses affected:
	9.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	None



Page 1


<Start of modification 1>
[bookmark: _Toc517228643]9.2.2	Default MAC Cell Group configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	MAC Cell Group configuration
	
	
	

	bsr-Config
	
	
	

	>periodicBSR-Timer
	sf10
	
	

	>retxBSR-Timer
	sf80
	
	

	phr-Config
	
	
	

	>phr-PeriodicTimer
	sf10
	
	

	>phr-ProhibitTimer
	sf10
	
	

	>phr-Tx-PowerFactorChange 
	dB1
	
	

	>phr-ModeOtherCG 
	real
	
	




<End of modification 1> 





