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	Explain the changes:
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Impact analysis
Impacted functionality: SIB reception and connection s etup.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not there may be different understanding when UE is allowed to start connection setup procedure
2. If the UE is implemented according to the CR and the network is not there may not be mutual understanding when UE is allowed to start connection setup procedure
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First Modified Subclause

5.3.3.2	Initiation
[bookmark: _GoBack]The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE and it has acquired essential system information as described in 5.2.2.1.
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified acccess control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	apply the specified values in corresponding specification for the parameters in Serving Cell configuration except for the parameters for which the values are provided in SIB1;
1>	apply the default MAC Cell Group configuration as specified in 9.2.x1;
1>	apply the CCCH configuration as specified in 9.1.1.x2; 
1>	apply the timeAlignmentTimerCommon included in SIB1; 
1>	start timer T300; 
1>	initiate transmission of the RRCSetupRequest message in accordance with 5.3.3.3;
Editor’s Note: FFS Details regarding default L1/L2 configurations (e.g. CCCH, physical channel, MAC, scheduling, etc.).
 
Editor’s Note: FFS Requirements on up to date system information acquisiton before connection setup. 



Next Modified Subclause







