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	Reason for change:
	MAC CE for TCI state indication for PDCCH is referring to the TCI states, which are defined in tci-StatesToAddModList in PDSCH configuration. Thus, it can laso be used for indication of TCI state for CORESET#0, which is currently not clear from the specifications.

	
	

	Summary of change:
	1. Clarify in the description of TCI State Indication for UE-specific PDCCH MAC CE that it can be used for TCI state indication for CORESET#0.
Impact analysis
Impacted functionality:
TCI states indication for PDCCH.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not there is  interoperability issue (UE may not be able to follow the TCI state indicated with MAC CE for CORESET#0).
2. If the UE is implemented according to the CR and the network is not there is no interoperability issue.

	
	

	Consequences if not approved:
	It is unclear how the TCI states for PDCCH can be indicated to the UE, including indication for CORESET#0.
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First Modified Subclause
[bookmark: _Toc525610843]6.1.3.15	TCI State Indication for UE-specific PDCCH MAC CE
The TCI State Indication for UE-specific PDCCH MAC CE is identified by a MAC PDU subheader with LCID as specified in Table 6.2.1-1. It has a fixed size of 16 bits with following fields:
-	Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-	CORESET ID: This field indicates a Control Resource Set identified with ControlResourceSetId as specified in TS 38.331 [5], for which the TCI State is being indicated. In case the field’s value is 0, the field refers to ControlResourceSetZero as specified in TS 38.331 [5]. The length of the field is 4 bits;
-	TCI State ID: This field indicates the TCI state identified by TCI-StateId as specified in TS 38.331 [5] applicable to the Control Resource Set identified by CORESET ID field. The length of the field is 7 bits.


Figure 6.1.3.15-1: TCI State Indication for UE-specific PDCCH MAC CE
End of changes
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