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	Reason for change:
	The conditional presence of PCellOnly in MAC-CellGroupConfig IE is saying that this configuration is applied only for the MAC-CellGroupConfig of the “Pcell”. However, MAC-CellGroupConfig is for a cell group not for a specific serving cell. Moreover, dataInactivityTimer-v15xy in MAC-CellGroupConfig should have conditional presence not a need code.

	
	

	Summary of change:
	1) Change the name of conditional presence from “PCellOnly” to “MCG-Only” 
2) Change the explanation field of conditional presence PCellOnly from “for the MAC-CellGroupConfig of the Pcell” to “for the MAC-CellGroupConfig of the MCG”

3) Change the need code of dataInactivityTimer-v15xy from “—Need” to “—Cond”.
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First change

–
MAC-CellGroupConfig
The IE MAC-CellGroupConfig is used to configure MAC parameters for a cell group, including DRX.

MAC-CellGroupConfig information element
-- ASN1START

-- TAG-MAC-CELL-GROUP-CONFIG-START

MAC-CellGroupConfig ::=             SEQUENCE {

    drx-Config                          SetupRelease { DRX-Config }                                                 OPTIONAL,   -- Need M

    schedulingRequestConfig             SchedulingRequestConfig                                                     OPTIONAL,   -- Need M

    bsr-Config                          BSR-Config                                                                  OPTIONAL,   -- Need M

    tag-Config                          TAG-Config                                                                  OPTIONAL,   -- Need M   

    phr-Config                          SetupRelease { PHR-Config }                                                 OPTIONAL,   -- Need M

    skipUplinkTxDynamic                 BOOLEAN,

    ...,

    [[

    csi-Mask-v15xy                          BOOLEAN                                                                 OPTIONAL    ,   -- Need M

    dataInactivityTimer-v15xy               SetupRelease { DataInactivityTimer }                                    OPTIONAL        -- Cond MCG-Only
    ]]

}

DataInactivityTimer ::=         ENUMERATED {s1, s2, s3, s5, s7, s10, s15, s20, s40, s50, s60, s80, s100, s120, s150, s180}

-- TAG-MAC-CELL-GROUP-CONFIG-STOP

-- ASN1STOP

	MAC-CellGroupConfig field descriptions

	csi-Mask-v15xy
If set to true, the UE limits CSI reports to the on-duration period of the DRX cycle, see TS 38.321 [3].

	dataInactivityTimer-v15xy
Releases the RRC connection upon data inactivity as specified in section 5.3.8.5 and in 38.321. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on.

	drx-Config
Used to configure DRX as specified in TS 38.321 [3].

	skipUplinkTxDynamic
If set to true, the UE skips UL transmissions for an uplink grant other than a configured uplink grant if no data is available for transmission in the UE buffer as described in TS 38.321 [3]. FFS : configurable per SCell?


	Conditional Presence
	Explanation

	MCG-Only
	This field is optionally present, Need M, for the MAC-CellGroupConfig of the MCG. It is absent otherwise.


End of the first change

