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	Reason for change:
	 IMS voice over NR MCG bearer was agreed to be mandatory with capability signalling
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	Summary of change:
	Capability bit is added in IRAT-ParametersNR IE, indicating whether UE  supports IMS voice over NR MCG bearer.
Impact analysis

Impacted functionality:

Voice over NR.
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6.3.6
Other information elements

	Text omitted


–
UE-EUTRA-Capability
Next Modified Subclause

UE-EUTRA-Capability-v1520-IEs ::= SEQUENCE {


measParameters-v1520




MeasParameters-v1520,


nonCriticalExtension




UE-EUTRA-Capability-v1530-IEs
OPTIONAL

}

UE-EUTRA-Capability-v1530-IEs ::= SEQUENCE {


measParameters-v1530




MeasParameters-v1530




OPTIONAL,


otherParameters-v1530




Other-Parameters-v1530




OPTIONAL,


neighCellSI-AcquisitionParameters-v1530
NeighCellSI-AcquisitionParameters-v1530
OPTIONAL,


mac-Parameters-v1530




MAC-Parameters-v1530




OPTIONAL,


phyLayerParameters-v1530



PhyLayerParameters-v1530



OPTIONAL,


rf-Parameters-v1530





RF-Parameters-v1530





OPTIONAL,


pdcp-Parameters-v1530




PDCP-Parameters-v1530




OPTIONAL,


ue-CategoryDL-v1530





INTEGER (22..26)





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1530
UE-BasedNetwPerfMeasParameters-v1530
OPTIONAL,


rlc-Parameters-v1530




RLC-Parameters-v1530




OPTIONAL,


sl-Parameters-v1530





SL-Parameters-v1530




OPTIONAL,


extendedNumberOfDRBs-r15



ENUMERATED {supported}




OPTIONAL,


reducedCP-Latency-r15




ENUMERATED {supported}




OPTIONAL,


laa-Parameters-v1530




LAA-Parameters-v1530




OPTIONAL,


ue-CategoryUL-v1530




INTEGER (22..26)





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1530
UE-EUTRA-CapabilityAddXDD-Mode-v1530
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1530
UE-EUTRA-CapabilityAddXDD-Mode-v1530
OPTIONAL,


nonCriticalExtension




UE-EUTRA-Capability-v154x-IEs







OPTIONAL

}

UE-EUTRA-Capability-v154x-IEs ::= SEQUENCE {

interRAT-ParametersNR-v154x

IRAT-ParametersNR-v154x

OPTIONAL,

nonCriticalExtension




SEQUENCE {}


OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=
SEQUENCE {


phyLayerParameters-r9




PhyLayerParameters





OPTIONAL,


featureGroupIndicators-r9



BIT STRING (SIZE (32))




OPTIONAL,


featureGroupIndRel9Add-r9



BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersGERAN-r9



IRAT-ParametersGERAN




OPTIONAL,


interRAT-ParametersUTRA-r9



IRAT-ParametersUTRA-v920



OPTIONAL,


interRAT-ParametersCDMA2000-r9


IRAT-ParametersCDMA2000-1XRTT-v920

OPTIONAL,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9
OPTIONAL,


...

}

Next Modified Subclause

SupportedBandListNR-r15 ::=

SEQUENCE (SIZE (1..maxBandsNR-r15)) OF SupportedBandNR-r15

SupportedBandNR-r15 ::=


SEQUENCE {


bandNR-r15






FreqBandIndicatorNR-r15

}

IRAT-ParametersNR-v154x ::=

SEQUENCE {

voiceOverMCG-Bearer




ENUMERATED {supported}


OPTIONAL
}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

IRAT-ParametersUTRA-v9c0 ::=

SEQUENCE {


voiceOverPS-HS-UTRA-FDD-r9





ENUMERATED {supported}

OPTIONAL,


voiceOverPS-HS-UTRA-TDD128-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToUTRA-FDD-r9



ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToGERAN-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToUTRA-TDD128-r9


ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToGERAN-r9



ENUMERATED {supported}

OPTIONAL

}

IRAT-ParametersUTRA-v9h0 ::=

SEQUENCE {


mfbi-UTRA-r9





ENUMERATED {supported}

}

	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	
	

	v2x-TxWithShortResvInterval

Indicates whether the UE supports 20 ms and 50 ms resource reservation periods for UE autonomous resource selection and eNB scheduled resource allocation for V2X sidelink communication.
	

	voiceOverMCG-Bearer
Indicates whether the UE supports IMS voice over NR with MCG bearer.
	NO

	voiceOverPS-HS-UTRA-FDD

Indicates whether UE supports IMS voice according to GSMA IR.58 profile in UTRA FDD.
	-

	voiceOverPS-HS-UTRA-TDD128

Indicates whether UE supports IMS voice in UTRA TDD 1.28Mcps.
	-

	ims-VoiceOverNR-PDCP-MCG-Bearer

Indicates whether the UE supports IMS voice over NR PDCP with only MCG RLC bearer.
	Yes

	ims-VoiceOverNR-PDCP-SCG-Bearer

Indicates whether the UE supports IMS voice over NR PDCP with only SCG RLC bearer.
	Yes

	
	


