Page 1



3GPP TSG-RAN WG2 Meeting #104

    










       R2-1816276
Spokane, USA, 12th - 16th November 2018

















	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0226
	rev
	1
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Corrrection on the direction of MeasurementTimingConfiguration

	
	

	Source to WG:
	CATT

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-09-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	According to TS38.423, IE MeasurementTimingConfiguration is already included in Served Cell Information NR of XN SETUP REQUEST/ XN SETUP RESPONSE/ NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE messages. Hence, the direction of MeasurementTimingConfiguration is also supported between gNB to gNB.

	
	

	Summary of change:
	The direction gNB to gNB is added for the direction of MeasurementTimingConfiguration.
Impact analysis
Impacted functionality:

RRM measurement
Inter-operability: 

There is no inter-operability issue.

	
	

	Consequences if not approved:
	Not align with Xn definition for NR SA.

	
	

	Clauses affected:
	11.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


****************************************Begin of the change **************************************
MeasurementTimingConfiguration
The MeasurementTimingConfiguration message is used to convey assistance information for measurement timing betwen master eNB and secondary gNB.

Direction: en-gNB to eNB, eNB to en-gNB, gNB DU to gNB CU, gNB CU to gNB DU, and gNB to gNB.

MeasurementTimingConfiguration message

-- ASN1START

-- TAG-MEASUREMENT-TIMING-CONFIGURATION-START

MeasurementTimingConfiguration ::=



SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE{




measTimingConf




MeasurementTimingConfiguration-IEs,




spare3 NULL, spare2 NULL, spare1 NULL


},



criticalExtensionsFuture

SEQUENCE {}


}

}

MeasurementTimingConfiguration-IEs ::=
SEQUENCE {


measTiming







MeasTimingList






OPTIONAL,


nonCriticalExtension




SEQUENCE {}







OPTIONAL
}

MeasTimingList ::= SEQUENCE (SIZE (1..maxMeasFreqsMN)) OF MeasTiming  

MeasTiming ::= SEQUENCE {


frequencyAndTiming





SEQUENCE {



carrierFreq







ARFCN-ValueNR,

 

ssbSubcarrierSpacing





SubcarrierSpacing,



ssb-MeasurementTimingConfiguration

SSB-MTC,



ss-RSSI-Measurement





SS-RSSI-Measurement




OPTIONAL

}



















OPTIONAL,


...

}

-- TAG-MEASUREMENT-TIMING-CONFIGURATION-STOP

-- ASN1STOP

	MeasurementTimingConfiguration field descriptions

	measTiming

A list of SMTC information, SSB RSSI measurement information and associated NR frequency that SN informs MN via EN-DC X2 Setup and EN-DC Configuration Update procedures, F1 messages from gNB DU to gNB CU, or Xn messages from gNB to gNB.


****************************************End of the change **************************************
