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6.2.2
Message definitions

<Unchanged Texts Omitted>
–
SL-V2X-PacketDuplicationConfig
The IE SL-V2X-PacketDuplicationConfig specifies the configuration information for sidelink packet duplication for V2X sidelink communication transmission.

SL-V2X-PacketDuplicationConfig information element

-- ASN1START

SL-V2X-PacketDuplicationConfig-r15 ::=
SEQUENCE {


threshSL-Reliability-r15

SL-Reliability-r15,


allowedCarrierFreqConfig-r15
SL-PPPR-Dest-CarrierFreqList-r15

OPTIONAL,
-- Need OR


...

}

SL-PPPR-Dest-CarrierFreqList-r15 ::=
SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SL-PPPR-Dest-CarrierFreq
SL-PPPR-Dest-CarrierFreq ::=
SEQUENCE {


destinationInfoList-r15


SL-DestinationInfoList-r12 

OPTIONAL,
-- Need OR


allowedCarrierFreqList-r15

SL-AllowedCarrierFreqList-r15


OPTIONAL
-- Need OR

}

SL-AllowedCarrierFreqList-r15 ::=
SEQUENCE {


allowedCarrierFreqSet1

SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF ARFCN-ValueEUTRA-r9,


allowedCarrierFreqSet2

SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF ARFCN-ValueEUTRA-r9
}

-- ASN1STOP

	SL-V2X-PacketDuplicationConfig field descriptions

	allowedCarrierFreqList, allowedCarrierFreqSet1, allowedCarrierFreqSet2

Indicates, for V2X sidelink communication, the set of carrier frequencies applicable for the transmission of the MAC SDUs from the sidelink logical channels whose associated destination are included in destinationInfoList (see TS 36.321 [6]). If present, E-UTRAN shall ensure allowedCarrierFreqSet1 and allowedCarrierFreqSet2 do not include the same carrier frequency. 

	threshSL-Reliability

Indicates the reliability threshold used to determine whether sidelinik packet duplication is configured and activated for V2X sidelink communication transmission.This field does not apply to the V2X packets that shall be transmitted using Release 14 compatible format (as indicated by v2x-TxProfileList). See TS 36.323 [8] and TS 36.321 [6].


<Unchanged Texts Omitted>
	CHANGE END


