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	Reason for change:
	The field description of multipleConfiguredGrants is not clear about how the multiple configured grant is supported across BWPs and cells.


	
	

	Summary of change:
	Clarify if multipleConfiguredGrants is supported, the UE supports
· at most one configured grant configuration per BWP;
· at most 16 configured grant configuration per cell group across all of the cell and BWP.
If not supported, i.e. absent, UE supports

· one configured grant configuration on one BWP on PCell;
· one configured grant configuration on one BWP on PSCell, if configured.
Impact analysis:

Impacted function is configured grant configuration.

If either network or UE does not support the CR, network can only configure one configured grant per cell group.



	
	

	Consequences if not approved:
	Network and UE does not have the same understanding on multiple configured grant support, so multiple configured grant cannot be configured.
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4.2.6
MAC parameters

	Definitions for parameters
	Per
	M
	FDD-TDD diff

	lch-ToSCellRestriction

Indicates whether the UE supports restricting data transmission from a given LCH to a configured (sub-) set of serving cells (see allowedServingCells in LogicalChannelConfig). A UE supporting pdcp-Duplication (see PDCP-Config) shall also support lch-ToSCellRestriction.
	UE
	Tbd
	Tbd

	lcp-Restriction

Indicates whether UE supports the selection of logical channels for each UL grant based on RRC configured restriction.
	UE
	No
	No

	logicalChannelSR-DelayTimer

Indicates whether the UE supports the logicalChannelSR-DelayTimer as specified in TS 38.321 [8] 
	UE
	No
	Yes

	longDRX-Cycle

Indicates whether UE supports long DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes

	multipleConfiguredGrants
Indicates whether UE supports uplink configured grant configurations on serving cells other than the SpCell per cell group. For each cell, the UE supports at most one configured grant per BWP and the maximum number of configured grant configurations per cell group is [16]. If absent, the UE only support one configured grant configuration on PCell and one on PSCell, if configured. 
	UE
	No
	Yes

	multipleSR-Configurations

Indicates whether the UE supports [8] SR configurations per cell group.
	UE
	No
	Yes

	pucch-SpatialRelInfoMAC-CE

Indicates whether the UE supports indication of PUCCH-spatialrelationinfo by a MAC CE per PUCCH resource.
	UE
	No
	No

	recommendedBitRate

Indicates whether the UE supports the bit rate recommendation message from the gNB to the UE as specified in TS 38.321 [8].
	UE
	No
	No

	recommendedBitRateQuery

Indicates whether the UE supports the bit rate recommendation query message from the UE to the gNB as specified in TS 38.321[8]. This field is only applicable if the UE supports recommendedBitRate.
	UE
	No
	No

	shortDRX-Cycle

Indicates whether UE supports short DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes

	skipUplinkTxDynamic

Indicates whether the UE supports skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission as specified in TS 38.321 [8].
	UE
	No
	Yes


